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GEORGE FARMILOE & SONS, 


All the Prices quoted are the Manufacturers' 
Pi'ices at the date of issue, and are subject to 
alteration ivithout notice . 


Special quotations given for any Sanitary 
Goods not mentioned. 


When ordering, please give Number and Size ; 
do not cut the leaves . 


West Smithfield, London, E.C. 
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TOOLS. 



No. 675a. —The Patent Automatic Plumber's Furnace. 

This apparatus is constructed to burn benzoline, and is 
adapted for heating soldering irons and melting solder. 

The reservior holds ^-gallon benzoline, and is fitted with 
a small pump by means of which a pressure of cold air is 
obtained. This pressure forces the spirit to the burner, and 
gas is immediately generated, a flame or blast is produced, 
which can be made large or small at the will of the user, as 
the whole is under perfect control. 

This furnace will melt 10-lbs. solder in 9 minutes, and 
will heat a pair of irons in 12 minutes. 

Weight of furnace when filled 15-lbs. 

Net prices. 

... 37/6 


Each . 

Solder pot for do. 


.each 1/0 


West Smithfield, London, E.C, 
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The Patent Automatic Torch, for burning off paint, soldering, 
brazing, tempering, pipe thawing, &c. 

This apparatus is constructed to burn benzoline, the cost of 
which is about 80 per cent less than that of methylated spirit. 
A small pump fitted in the reservior enables the user to apply 
a pressure of cold air to the benzoline, forcing it in a fine stream 
or jet to the burner, a flame or blast is produced which is under 
perfect control and which can be regulated with the greatest 
ease. 

The spirit is kept quite cold, and the apparatus can be used 
with perfect safety, in any position, bottom up or otherwise, 
and in the strongest winds. 

The reservoir holds 1£ pints, and the torch will burn for 
three hours at full blast without refilling, at the cost of 2 Jd. 

The Patent Automatic Torches are strongly made in 
annealed brass, and each one is carefully tested prior to being 
sent out; full instructions sent with each apparatus. 


NO. 675b. —With burner for burning off paint. 


Each 


Net prices. 

... 27/6 


No. 675c .—Do. for soldering, lead burning, or brazing. 
Each ... ... ... ••• ••• ••• 27/6 


West Smithfield, London, E.C. 
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675d. —Fittings for the Patent Automatic Torch and 
Furnace. 



Net prices. 

Fig. 1.—Perforated brass shield. 

each 1/6 

„ 2.—Spring valve and washer . 

„ 0/8 

„ 3.—Brass cap for valve chamber . 

0/5 

„ 4.—Composition washer for valve chamber... 

„ 0/2 

„ 5.—Brass feeder caps. 

0/9 

,, 6.—India-rubber plug for feeder cap 

„ 0/2 

Cup leathers for air pump. 

„ 0/2 

Burner with needle valve, brass shield, and iron 


standard pipe complete . 

„ 14/0 

Iron standard pipe filled with prepared wick 


packing . 

„ 0/9 


G. Farmiloe & Sons are prepared to execute all orders 
for repairs promptly and cheaply, but ordinary wear and tear 
can easily be made good by means of the above fittings, which 
are made by special machinery to a standard gauge. 


West Smithfield, London, E.C. 
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No. 677. 



Each, No. 1, 2/3 No. 2, 2/6 No. 3, 2/9 No. 1, Bent, 2/9 

No. 1 is more particularly adapted as a lamp lighter; Nos. 2 and 3 for 
soldering pursoses. 

Sockets to fit No. 1 to attach to long sticks for lighting purposes, 3d. each. 

1ST O. 678 —Spirit Flame or Torch, with Blow Pipe attached. 

The combination of torch and blow pipe is particularly adapted for 
making joints in situations difficult and dangerous to approach by the 
ordinary blow pipe and rushes. It is supplied with 2-ft. of llexible India- 
rubber tube and mouth-piece, and is jointed on to the sliding band. By 
these two motions the workman is enabled by the use of one hand to give 
the flame any direction or intensity that he may require. 

No. 2. Capable of soldering tubes to 1-in. diameter, each 6/0 



No. 679. —Bossing Mallets. 

Each ... 2^-in. 1/9 3-in. 2/0 3|-in. 2/6 


No. 679a. —Bossing Sticks. 

Each . 1/6 


West Smithfield, London, E.C, 
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]STo. 681 _Regulating Blowing Apparatus, each 10/0 



No. 682 .—Blowing Apparatus. 

Nos. 1 2 3 4 5 

Each 4/0 5/0 6/0 8/0 12/0 

Extra boilers „ 1/6 2/0 2/6 3/0 4/0 

When ordering either of the above , please state whether for solder¬ 
ing , or burning off. 


West Smithfield, London, E.C 


o 


































































336 GEORGE FARMILOE & SONS, 



No. 684. — Garratt & Fowler’s Patent Plumbers’, Gas 
Fitters’, and Painters’ Lamps. 

With flexible tube and mouth-piece, complete. 

No. 1. Suitable for plumbers’ use .each 5/0 

„ 2. Suitable for gas fitters’ use . „ 4/0 

„ 3. Suitable for plumbers, gas fitters, and painters, 
with regulating screw, by means of 
which the flame can be altered from a 
fine point to a broad flame . „ 6/0 

These lamps are made of cast brass, and filled with cotton ! 
waste, saturated with methylated spirit or benzoline. 

% 

No. 684a. — Hulme’s Patent Paint Remover. 

With two scrapers, chisel knife, and screw key, each 12/0 
Printed Instructions sent with each. 

The Paint Remover is a small fire-grate, light and handy, with | 
two handles at the back, a sliding lid on the top, and a scraper 
attached to the top bar in front. Wood Charcoal is burned in the 
grate ; the fire softens the paint, and, at the same time, heats the 
scraper; the hot scraper is then applied to the softened paint, 
which can be scraped of with ease. 


West Smithfield, London, E.C. 
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BRUSHES, &c. 



No. 685. —Ground Brushes, String Bound. 

No.. 8-0 0-0 4-0 3-0 2-0 1-0 

Grey centre . per doz. 48/0 42/0 38/0 34/0 26/0 23/0 

All Lily. 

No. . 8-0 0-0 4-0 3-0 

Per doz. 52/0 46/0 42/0 38/0 

All Grey or Black, 2/0 per doz. less than Grey Centre. 

No. 686. — Watkin’s Patent Ground Brushes. 

Round. 

Grey or Black, per doz. 

No. 8-0 0-0 4-0 3-0 2-0 1-0 1 2 2 4 

50/0 43/0 40/0 36/0 28/0 25/0 20/0 17/0 14/0 12/6 

No. . 8-0 0-0 4-0 3-0 2-0 1-0 

Lily . . 60/0 51/0 46/0 42/0 32/0 28/0 

Oval ditto, I/O per doz. 



ISTo. 687. — Copper Bound Oval One Knot Ground 


Brushes.— (Hamilton’s.) 


Lily Bristles . 

Yellow Middles . 

Black Bristles. 

Grey Middles. 

,, 0-in. Bristles... 


5$-in. 


5-in 

. Bristles. 


8 

0 

6 

4 

3 

0 

o x 

0 

0 

0 

61/0 

— 

52/0 

47/0 

43/0 

54/0 

— 

46/0 

42/0 

39/0 

51/0 

— 

44/0 

41/0 

37 10 

51/0 

47/0 

44/0 

41/0 

37/0 

68/0 

— 

64/0 

59/0 

— 


per doz. 


0 2 


West Smithfield London, E.C. 
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No. 688. —Patent Flat Paint Brashes. 

8-0 7-0 6-0 4-0 3-0 

Per doz. 56/0 50/0 46/0 42/0 36/0 

2-0 1-0 1 2 3 4 
32/0 27/0 24/0 18/0 15/0 12/0 



No. 689. — Patent Oval Metal-Bound Ground Brushes. 

8-0 6-0 4-0 3-0 2-0 1-0 1 

Grey Centre, per doz. 52/0 46/0 42/0 38/0 32/0 30/0 28/0 
Lily, or all 

Yellow ... „ 54/0 48/0 44/0 40/0 36/0 34/0 30/0 

Bridled, ready for use, 2/0 per doz. extra. 

No. 690. —Patent Bound Metal Bound Ground Brushes. 

8 0 6-0 4-0 3-0 2-0 1-0 1 

Grey Centre, per doz. 50/0 43/0 40/0 36/0 28/0 25/0 20/0 
Lily, or all 

Yellow ... „ 52/0 46/0 42/0 38/0 32/0 28/0 24/0 

Bridled, ready for use, 2/0 per doz. extra. 


West Smithfield, London, E.C, 






























GEORGE FARMILOE & SONS, 339 



No. 691. —Patent Metal Bound Dusters. 



No. .. 


LONG, 7-in. Hair. 

... 8-0 

6-0 

4-0 

Per doz. 




... 52/0 48/0 

44/0 


No ... 


MEDIUM, GJ-in. Hair. 

8-0 

6-0 

4-0 

Per doz. 

. 



50/0 46/0 

42/0 


No. .. 

. 4-0 

SHORT. 

3-0 2-0 10 1 

2 

3 

4 

Per doz. 

. 

. 38/0 

34/0 30/0 25/0 23/0 

18/0 15/0 

12/0 



No. 692. —Dusters, String Bound. 

No. 8-0 6-0 4-0 3-0 

Per doz. 53/0 48/0 44/0 34/0 

No. 693. —Watkins’ Patent Dusters. 


7-in. 6£-m. 6-in. 



Per doz 58/0 54/0 48/0 43/0 38/0 35/0 28/0 26/0 22/0 

2 3 4 

20/0 15/0 12/0 



No. 693 a —Glazier’s Square Set Dusters. 

Best, 1/6 each. Seconds, 1/1 each. 


West Smithfield, London, E.C. 
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No. 695. —Watkins’ Patent Oval Bevelled Varnish Brushes 


6-0 4-0 3-0 2-0 1-0 1 2 3 4 5 

Per doz. 52/ 48/ 44/ 36/ 32/ 30/ 28/ 26/ 24/ 22/ 

These brushes are made of shorter and stiffer hair than the 
ordinary brushes, and are bevelled on each side to a sharp edge, 
like a worn brush; they are not cut, but are wrought into this 
shape, so that the soft termination of the bristle is preserved. 

The smaller sizes are particularly adapted for coach builders. 
No. 696. —Culmer’s Patent Flat Varnish Brushes. 

6-0 4-0 3-0 2-0 1-0 1 2 3 

Per doz. 54/0 46/0 40/0 36/0 32/0 28/0 22/0 18/0 

Manufactured of the finest selected bristles specially for 
varnish work. 

Brushes which are made specially for varnish should not be 
used as dusters, nor put into water, as the cement is injured 
thereby. 

No. 697 •—Culmer’s Patent Flat Chiselled Edge Erushes. 
All grey or all black. 

8/0 6/0 4/0 3/0 2/0 

Per doz ... 46/0 40/0 36/0 28/0 24/0 



NO. 697a —Iron Bound Varnish Brushes. 

Nos. 1 2 3 4 5 6 

Per doz. ... 2/9 4/0 5/0 6/6 7/6 9/0 

Nos. 7 8 9 10 11 12 

Per doz. 12/6 16/0 21/6 24/6 30/0 40/0 


West Smithfield, London, E.C. 
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No. 698 .—Ground Distemper Brushes, 2-Knot, Copper 
Wire Bound. 

12-oz. 11-oz. JO-oz. 9-oz. 

Per doz. 100/ 90/ 80/ 70/ 

Unground 2/ per doz. less. 

No. 699 .—Watkins’ Patent 2-Knot Copper Bound Ground 
Distemper Brushes. Per doz. 

6-in. Bristles. 5$-in. Bristles. 


Grey- 

Black 

Yellow 


12-oz. 11-oz. 10-oz. 9-oz. 8-oz. 8-oz. 7-oz. 6-oz 

112/ 104/ 96/ 87/ 78/ 68/ 61/ 53/ 

109/ 101/ 93/ 85/ 76/ 65/ 59/ 50/ 

112/ 104/ 96/ 87/ 78/ — — — 

Unground . 2/ per doz. less. 

String bound. 3/ ,, ,, 

No. 699a —Hamilton & Co.’s 1884 Patent Copper Band 
Distemper Brushes. 



6-in Bristles 


12-oz. 11-oz. IQ-oz. 9-oz. 8-oz 
...per doz. 112/ 104/ 96/ 87/ 78/ 


No. 700 —Copper Bound 2-Knot Mixture Distemper. 
Bor washing down. 

Per doz. 30) 

No. 701. —Copper Bound Fibre Distemper. For lime. 

xxxxx x 1 2 3 

Per doz." 13/ 12/ 11/ 10/ 9/ 8/ 


West Smithfield, London. E.C. 
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No. 702. — Distemper Brushes, Culmer’s Patent Copper 
Band, ground. 

xx xxx 

Grey centre . per doz. 84/0 90/0 



No. 703.-3 -Knot Stock or Plasterers’ Brushes.-(HAMiLTON’s.) 
Per dozen— 

9-oz. 8-oz. 7-oz. 6-oz. 5-oz. 4-oz. 3-oz. 2-oz. 1-oz. 

String-bound 76/ 68/ 60/ 48/ 34/ 27/ 18/ 11/ 7/ 

Copper bound 78/ 70/ 62/ 48/ 33/ 27/ 19/ 12/ 8/ 

No. 704.-1, -Knot Scotch Stock Brushes. —(Hamilton’s.) 

Per dozen— 

9-oz. 8-oz. 7-oz. 6-oz. 5-oz. 4-oz. 3-oz. 2-oz. 1-oz. 

String-bound 76/ 68/ 60/ 48/ 34/ 27/ 18/ 11/ 7/ 

Copper bound 78/ 70/ 62/ 48/ 33/ 27/ 19/ 12/ 8/ 


West Smithfield, London, E.C. 
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No. 705. —Nailed Stock Brushes.— (Hamilton’s.) 


9-oz. 8-oz. 7-oz. 6-oz. 5-oz. 4-oz. 3-oz. 2-oz. 1-oz. 

Perdoz. 78/0 70/0 62/0 54/0 41/0 28/0 18/0 11/0 7/0 

No. 706 —Nailed Stock Brushes. Extra Stiff bristles. 
(Hamilton’s.) 

6-in. black bristles. 5J-in. black bristles 

8-oz. 7£-oz. 7-oz. 8-oz. 7i-oz. 7-oz. 

Per doz. 89/0 84/0 78/0 74/0 70/0 65/0 



No. 707 .—Limer Brushes (Hamilton’s) Stiff White Bristles. 

10-oz. 9-oz. 8-oz. 7-oz. 

Per doz. 98/0 88/0 78/0 68/0 

No. 708. _Limer Brushes (Hamilton’s) Grey or Black Bristles. 

10-oz. 9-oz. 8-oz. 7-oz. 6-oz. 5-oz. 4-oz. 3-oz. 2-oz. 1-oz. 
Per doz. 84/6 75/6 67/0 60/0 38/0 31/0 26/0 16/0 12/0 8/0 
3 rows 1/0 per doz. extra. 


West Smithfield, London, E.C. 
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No. 70 tl.—Paper Hanger’s Brushes (long). 

No. 1 .per doz. 56/0 

,, 2 , extra full. » 70/0 



No. 710. —Paper Hanger’s Brushes (short). 

7-in. 8-in. 9-in. 10-in. 12-in. j 

Per doz. ... 33/0 39/0 43/0 49/0 58/0 



No. 711 .—Paper Hanger’s Scissors. 

9-in. 10-in. 11-in. 12-in. 

Per pair . 2/8 2/11 3/5 4/2 



No. 712. —Paper Hanger’s Knives. 

Each ... 3-in. "wide, 1/4 4-in. wide, 1/9 


West Smithfield, London, E.C. 
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No. 713 —Sash Tools. 

0123456 7 8 9 10 12 

Perdoz. 2/ 2/6 3/ 4/ 5/ 6/ 7/6 10/ 12/ 15/ 18/ 22/ 
Socket Sash Tools same price. 

No. 714 —Hamilton’s Sash Tools. Lily hah. 

0 1 2 3 4 5 6 7 8 9 10 12 14 16 

Per doz. 2/ 2/6 3/ 4/ 5/ 7/ 9/ 12/15/ 18/ 23/ 29/ 42/ 50/ 
No. 715. —Hamilton’s Socket Sash Tools. 

3456 7 8 9 10 1 

Per doz. 4/0 4/6 6/0 8/0 10/0 13/0 16/0 21/0 26/0 



No. 716. —Hamilton’s Sash Cutting Tools, in tin. 

Per doz. fin. 10/0 fin. 13/0 1-in. 16/0 



No. 717. —Foreign Sash Tools. 

Bound with red string. White hair. 

1 2 3 4 5 6 7 8 9 10 11 

Per doz. 94. 1/0 1/3 1/9 2/2 2/9 3/3 4/0 4/6 5/6 6/3 

12 13 14 15 16 17 18 19 20 

Perdoz. 7/3 8/9 10/3 12/6 14/6 17/0 20/0 23/0 27/0 


West Smithfield, London, E.C. 
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No. 718.- 

-Hamilton’s Improved Varnish Tools. 



Per doz.— 


No. * 4 

5 6 7 8 9 10 

12 

4/0 5/0 

6/0 8/0 9/0 12/0 15/0 20/0 

26/0 

These are made of stiff bristles, set in socket handles. 



They must not be used in water. 


No. 719.- 

-Round Camel Hair Tools. In Tin. 


Nos. 1 

23 45678 9 

10 

Per doz. 4/6 

5/ 6/ 6/6 8/ 9/ 10/ 11/ 12/6 

14/6 

Nos. 11 

12 13 14 15 16 17 18 19 

20 

Per doz. 16/ 

17/ 23/ 25/ 27/6 29/6 32/ 44/ 52/ 56/ 

These Tools are made specially for various light varnishes, 


and for Lacquer. 


No. 720.- 

-Round Hog Hair Tools. In Tin. 



Per doz.— 


12 3 

4 5 6 7 8 9 10 11 

12 

2/0 2/0 2/3 

2/3 2/6 2/6 3/6 4/0 4/6 5/0 5/6 

6/0 

13 14 15 

16 17 18 19 20 21 22 23 24 

25 

8/0 9/0 10/ 

11/ 13/ 14/ 16/ 20/ 24/ 27/ 29/ 34/ 38/ 

No. 721.- 

-Flat Hog Hair Tools, in Tin. 



Per doz.— 


1 2 3 

4 6 6 7 8 9 10 11 12 

13 

2/0 2/0 2/3 : 

2/3 2/6 2/6 3/3 3/6 4/0 4/6 5/0 5/6 

7/0 

14 15 16 

17 18 19 20 21 22 23 24 

26 

8/0 9/0 11/ 

12/ 13/ 17/ 19/ 21/ 24/ 27/ 30/ 

36/ 


West Smithfield, London, E.C. 
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No. 722. —Stippling Brushes. 

6-in. x 4-in. 7-in. x 6-in. 

Each No. 1, 7/6 No. 2, 10/0 


8-in. x 6-in. 
No. 3, 13/0 



6-in. X 4-in. 7-in. x 5-in. 8-in. x 6-in. 9-in. x 7-in. 

Each No. 1, 7/6 No. 2,10/0 No. 3,13/0 No. 4,17/0 



No. 724. —Reversible Stippling Brushes. 

6-in.x5-in. 6in.x6-in. 7-in.x7-in. 6-in.x4-in. 7-in.x6-in. 8-in.x6-in. 

Each 9/0 11/6 14/6 9/0 11/6 14/6 


West Smithfield, London, E.C. 
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No. 725. —Veining Fitches. 

Nos. 1 to 6 .per doz. 3/6 

These are made with fine long hair, and preserve a thin sharp 
edge, which makes them very useful for drawing lines as well as 
veining oak. 



No. 726. —Flat Hog Hair Lining Tools, in Tin. 

Width ... J-in. £-in. f-in. 1-in. 1^-in. 2-in. 

Per doz. 3/6 5/0 5/6 6/6 11/0 15/0 

With this tool a sharp line may be drawn about £-in. wide. 



No. 727.— Tar Brushes. 

Small. Mid. Large. 

With short handles, per doz. 10/0 13/0 18/0 
„ long handles „ 13/0 16/0 21/0 



No. 728. —Tar Stock Brushes. 

Two ring .per doz. 24/0 

Three ring . „ 36/0 

No. 729. —Glue Brushes. 

Iron Bound. 

1 2 3 4 5 6 7 8 9 10 12 

Per doz. 2/9 3/0 3/6 4/6 5/6 6/6 7/6 8/0 10/6 12/0 15/0 


West Smithfield London, E.C 
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No. 730. —(Stencilling Brushes, in Tin. 

12 3 4 5 0 7 8 9 10 11 12 

Perdoz. 2/ 2/6 2/9 3/ 3/6 4/ 4/6 5/ 8/ 9/ 11/ 13/ 

No. 731. —Best Stencilling Brushes, in Tin. 

For decorators. 

1 2 3 4 5 6 7 8 9 10 11 12 

Perdoz. 2/9 3/6 5/ 7/ 9/ 11/ 13/ 18/ 21/ 25/ 28/ 36/ 



No. 732. —Round Stencilling Brushes, set in knots. 

For decorators. 

Nos. 1 2 3 4 5 

2-in. - 2J-in. 3-in. 3£-in. 4-in. 

Each. 2/6 3/6 4/6 6/6 8/6 

NO. 733. —Square Stencilling Brushes, set in knots. 

6-in. by 4-in., with bent handles at end, each 12/0 


West Smithfield, London, E.C. 
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1ST0. 734. — Badger Softeners. 


Nos. .. 

. ... l 

2 

3 

4 

5 


2J-in. 

3-in. 

3Jin. 

4-in. 

4J-in. 

Best quality ... 

each 6/0 

8/0 

9/6 

11/6 

14/0 

,, extra full 

i) 

— 

10/6 

13/0 

— 

Medium quality 

„ 4/6 

6/0 

7/6 

9/0 

12/0 

Second „ 

„ 3/3 

4/3 

5/6 

6/6 

8/0 

,, short hair 

„ 2/3 

2/9 

3/3 

3/9 

4/6 

No. 735. —Hog Hair Softeners. 





Nos. 1 

2 

3 

4 

5 


2J-in. 

3-in. 

3J-in. 

4-in. 

4J-in. 

Each .. 

. ... 2/6 

3/0 

4/0 

4/6 

5/6 


The hair is warranted to remain straight, and these tools may 
be used in turpentine, oil, or water, without injuring the cement. 


No. 736. —G-raniting Brushes. 

Each ... 2/6 

The hair divides, when wet, into irregular pencil-like tufts; the 
tips being applied to the palette, take up colour, which may thus 
be transferred to the granite, producing a varied and natural 
pattern. 


West Smithfield, London, E.C. 
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No. 737. —Camel Hair Mottlers. fin. thick. 

Used chiefly for the soft woods. 

1-in. lj-in. 2-in. 2^-in. 3-in. 3£-in. 4-in. 

Per doz. ... 11/6 17/3 23/0 28/9 34/6 40/3 46/0 

No. 738 —Hog Hair Mottlers. 

Per doz.— 

i-in. J-in. 1-in. l£-in. 2-in. 2£-in. 3-in. 3£-in. 4-in. 

Thin, fin. 2/4 3/6 4/ 6/ 8/ 10/ 12/ 14/ 16/ 

Middle, 3 /i 6 -in. ... 5 / 7/6 10 / 12/6 15/ 17/6 20/ 

Intermediate, fin.... 6/6 9/9 13/ 16/3 19/6 22/9 26/ 

Thick, fin. 7/6 11/3 15/ 18/9 22/6 26/3 30/ 

Extra Thick, fin.... 9/ 13/6 18/ 22/6 27/ 31/6 36/ 

Note.—To preserve these tools, they should he washed in clean 

water after work, and dried, as the bristle has a tendency to decay or 

mildew if "kept damp, when the hairs will break off and spoil the 
work. This frequently happens when all the tools are kept in a 
basket, or alloived to lie close together, so that the nir doa not 
circulate between them. 


West Smithfield, London, E.C. 
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No. 739. —Solid Sable Overgrainers. 

l-in. lj-in. 2-in. 2.^-in. 3-in. 3£-in. 4-in. 

Perdoz. 30/0 45/0 60/0 75/0 90/0 105/0 120/0 

Used for fine maple overgraining; with a comb the hair may 
be divided into very delicate pencils. 

Note.—To preserve this tool, it should be luashed in clean ivater , 
combed, laid on a flat surface, and smoothed ivith the bach of a 
comb; it should then be lifted with a sliding motion in the direction 
of the hairs, so that it will retain its shape, and be allowed to dry . 

No. 740 .—Sable Pencil Overgrainers. 

l-in. li-in. 2-in. 2£-in. 3-in. 3J-in. 4-in. 

Per doz. 21/0 31/6 42/0 52/6 63/0 73/6 84/0 

Used for maple generally. They may be made with the tubes 
finer and closer together, but the pencils do not keep so distinct 
when in use; the best plan to make them separate is to wipe the 
pencils, when full of colour, on a wet sponge. Tin covers for 
securing the pencils from injury are made for these tools at about 
2 d. per inch. 

Note.—To preserve them they should be washed, wiped on a clean 
nearly dry sponge, and hept dry with the pencils pointed . 

No. 741 —Thin Hog Hair Overgrainers. 

l-in. lj-in. 2-in. 2J-in. 3-in. 3|-in. 4-in. 

Perdoz. 3/0 4/6 6/0 7/6 9/0 10/6 12/0 

These tools may be used for overgraining any wood where 
moderately fine lines are required; with a comb the hair can be 
divided into small pencils, which will keep perfectly straight. 
They are much used for maple. 


West Smithfield, London, E.C. 
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No. 742. —Hog Hair Pencil Overgrainers. 

l-in. l.J-in. 2-in. 2£-in. 3-in. 3£-in. 4-in. 

Per doz,... 10/0 15/0 20/0 25/0 30/0 35/0 40/0 
Made originally for walnut, but used for other woods. 

No. 743 .—Oak Overgrainers. In tin. 

l-in. H-in. 2-in. 2£-in. 3-in. 3£-in. 4-in. 

Per doz. ... 6/0 9/0 12/0 15/0 18/0 21/0 24/0 

These are made of straight hair in tins, the same thickness as 
C. H. Mottlers. When thoroughly wet the hair will divide into 
irregular tufts if the points are passed over the edge of a knife, or 
the pot holding the colour. 

No. 744. —Castellated Oak Overgrainers. In tin. 

At same Prices. 


No. 745. —Rosewood Fitch Hair Overgrainers. 


l-in. lj-in. 2-in. 2£-in. 3-in. 3£-in. 

Per doz. ... 7/0 10/6 14/0 17/6 21/0 24/6 


4-in. 

28/0 


No. 746 .—Oak Overgrainers. In wood. 


3-in. 3J-in. 4-in. 4£-in. 5-in. 

Per doz. ... 24/0 27/0 33/0 38/0 44/0 


5£-in. G-in. 

55/0 60/0 


No. 747. —Combs for Dividing Overgrainers. 

Per doz. Single 6/6 Double 7/6 

The single combs are 6-ins. long, and have the same teeth 
throughout. The double are 7-ins. long, one-half being fine, and 
the other coarse, like a dressing comb, but the teeth are cut in 
such a manner, as to cause the hair to divide with a sharp edge 
at the points. 


West Smithfield, London, E.C. 
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No. 748. —Domed Camel Hair Dabbers. 

Nos. 1 2 3 4 5 6 8 

Perdoz. 2/9 3/9 5/6 8/6 11/0 13/6 22/0 

No. 749 .—Domed Camel Hair Mops. 

Nos. 123456 7 8 9 10 

Perdoz. 3/6 4/0 6/0 9/0 11/6 13/0 17/6 21/0 25/0 30/0 
No. 750. —Bear Hair Mops. 

Nos. 1 2 3 4 5 6 7 8 9 10 11 12 

Per doz. 2/ 2/6 3/ 3/6 4/ 5/ 6/6 8/ 11/ 13/ 16/ 18/ 

No. 751. —Round or Flat French Tools, in tin. 

Nos. 123456789 10 

Perdoz. 1/1 1/2 1/3 1/4 1/5 1/6 1/7 1/8 1/9 1/10 

11 12 13 14 15 16 17 18 19 20 

2/0 2/3 2/6 2/9 3/3 3/9 4/3 4/9 5/6 6/0 

No. 752. —Round Hog Hair Maple Eye Tools. 

Per doz. Small, 3/6 Large, 4/6 


West Smithfield, London, E.C 
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No. 753. —Camel Hair Maple Dotters. 

Per doz,, assorted . 3/0 

No. 754- -Flat C. H. Varnish Brushes. In tin. 

£-in. thick. Best quality. Cedar handles. 

J I 1 H 1* If-in. 
Per doz. 4/8 7/0 9/3 11/6 14/0 16/3 

2 3 3£ 4-in. 

Per doz. ... . 18/6 23/0 27/9 32/6 37/6 

Camel hair brushes, wider than four inches, or of extra thick¬ 
nesses, such as y^-inV/rin., 5 / 10 -in.,y 8 -in., 7 / 10 -in., and V 2 -in. thick; 
or in copper, zinc, and brass cases, or in wood only, are made 
to order at special rates. 

The flat camel hair tools quoted above are made for spirit 
varnishes, lacquer, &c. 

No. 755. —Flat Copying Press Brushes. In tin. 

2 2* 3 3J 4-in. 

Per doz. . 6/0 7/6 9/0 10/6 12/0 

No 756. —Flat French Varnish Brushes. In tin. 

White handles. 

X 1J 2 2£ 3 3J 4-in. 

Per doz. ... 4/0 6/0 9/6 14/0 20/0 26/0 32/0 



No. 757 _Flat Bevelled Edge Varnish Brushes. In tin. 

1 1£ 2 2* 3 3J 4-in. 

Per doz. ... 7/6 12/0 15/0 22/0 29/0 37/0 46/0 


West Smithfield, London,,[ E.O. 
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No. 758. —Brown Sable Writers. 


Large swan...per doz. 

45/0 

Goose ... 

... per doz. 

10/0 

Mid swan ... ,, 

32/0 

Duck ... 

... ,, 

4/0 

Small swan... ,, 

22/0 

Crow ... 

... ,, 

2/6 

Extra goose ,, 

14/0 

Lark ... 

... „ 

2/0 

No. 759. — Brown Sable Liners. 



Large swan...per doz. 

48/0 

Goose ... 

. . per doz. 

10/0 

Mid swan ... ,, 

36/0 

Duck ... 

... ,, 

5/0 

Small swan... ,, 

24/0 

Crow ... 

... ,, 

3/6 

Extra goose ,, 

15/0 

Lark ... 

... ,, 

3/0 

No. 760.—Short Brown Sable Pencils. 



Large swan...per doz. 

50/0 

Goose ... 

... per doz. 

8/0 

Mid swan ... ,, 

40/0 

Duck ... 

... ,, 

4/0 

Small swan... ,, 

26/0 

Crow 

... ,, 

2/6 

Extra goose ,, 

12/0 

Lark ... 

... ,, 

2/0 

No. 761.—Short Eed Sable Pencils. 



Large swan...per doz. 

54/0 

Goose ... 

... per doz. 

12/0 

Mid swan ... ,, 

36/0 

Duck ... 

... ,, 

6/0 

Small swan... ,, 

30/0 

Crow ... 

... ,, 

3/6 

Extra goose ,, 

16/0 

Lark ... 

... ,, 

2/6 


No. 762 .— Fitch Hair Pencils. 


Per doz. ... Swan, 6/0 Goose, 2/0 Duck, 1/6 Crow, 1/0 

No. 763.— Superfine Camel Hair Writers, Liners, or Short 

Pencils. 

Per gross. Extra Goose, 14/0 Goose, 12/0 Duck, 6/0 
Crow, 4/0 Assorted, 7/6 

No. 764. —Ox Hair Writers, in tin, long red handles. 

No. 765. —Ox Hair Pencils, ,, „ ,, 

Nos. 1 2 3 4 5 6 7 8 9 101112 

Per doz. 1/6 2/0 2/6 3/0 

Nos. 13 14 15 13 17 18 19 20 

Per doz. ... 3/6 4/0 5/0 6/0 7/0 9/0 10/0 12/0 


West Smithfield, London. E.C. 
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No. 765a. —Card Wire. 

Per Yard . 

No. 765b. —Chase Wedges. 

Each. 


2/0 < 


2£-in. 3-in. 3i-in. 4-in. 

... 1/6 2/0 2/3 2/6 




No. 765b. No. 765c. 

No. 765c. —Clack Moulds to cast four sizes. 

Per set. 




No. 765 d. 


No. 765d. 


No. 765d —Copper Bits, Straight or Hatchet. 

Per lb. 

No. 766. — Diamonds. 

No. 1, 2 and 3. Crown . each 12/0 

,, 4. Sheet 

„ 5. 

„ 6 . 

„ 7. Rack to Crown, 1, 2 or 3 . extra 

„ 8 . 

„ 9. 

„ 10 . 

„ 11 . 

„ 14. 

„ 19. 

„ 19. 

„ 21 

No. 767.- 

Per- lb... 


Plate .. each 

Shut-up. 

Rack to Crown, 1, 2 or 3 . 

Silver Ferrule, Ivory Handle . 

Sheet with Rack. 

Pencil for Writing . 

Knife, Ivory Handle, two Blades . 

,, Tortoise Shell Handle, two Blades 
Machine for cutting circles . 

,, for cutting shades . 

Dipped Bushes. 


No. 768.— Box. 

Each . 


DBESSEBS. 



... 8/6 


. 1/3 

15/0 18/0 
each 24/0 
28/0 to 40/0 
each 19 6 
2/0 
22/6 
27/0 
12/0 
20/0 
21/0 
66/6 
79/0 
160/0 

. lOd. 


large 3/0 small 2/6 


No. 768 and No. 769. 

No. 769 .—Hornbeam. 

Each . 

No. 770. — Hand Drilling Machine. 

Does not require any fixing or setting, drills up to £-in. holes, each 12/0 


1/4 


West Smithfield, London, E.C 
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DRILLING MACHINES. 






No. 771a. 


No. 771a. 


No. 

Height. 

Weight. 

Depth of 

Diameter 

of 

Drills 
in centre 

Drills up 

Price of 
machine with 

Price of 
machine with 


ft. 

in. 

lbs. 

feed. 

in. 

table. 

in. 

of 

in. 

to 

in. 

table. 

Without stand. 
£ S. d. 

table & vice. 
Without stand. 
£ S. d. 

771a 

2 

3 

100 

n 

9* 

10 

i 

3 7 

6 

3 16 6 

771b 

2 

7 

150 

3£ 

11* 

12 

l 

4 14 

6 

5 8 0 

771c 

3 

1 

250 

4* 

13* 

14 

i£ 

7 4 

O 

8 2 0 

771d 

3 

0 

252 

3 

13* 

14 

ij 

7 4 

O 

8 2 0 

771e 

2 

3 

100 

2J 

9* 

10 

1 

3 7 

6 

3 16 6 

771g 

3 

6 

258 

4 

11* 

13 

i* 

9 18 

O 

10 16 0 


No. 771a & No. 771b are Quick Speed Drilling Machines, 

the pinion wheels are fitted with a distance bush, which 
prevents the teeth of the wheels from being broken and 
works more smoothly. No. 771b is similar to No. 771a 
but stronger. 

No. 771c is an Extra Strong Drilling Machine, designed for heavy 
work. This machine is similar in design to No. 771a. 

No. 771d & 771e are Lever Feed Machines, with fast and 

loose pulleys, designed for drilling or countersinking. 
The drill can be withdrawn quickly. 

No. 771g is a Self-Feed Machine. It is fitted with double gear 

wheels, by which means either a quick or slow speed can 
be obtained, or the power multiplied for large holes by 
simply sliding the spindle tooth wheel in or out of gear 
with the other wheels. 


West Smithfield, London, E.C. 
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DRILLING MACHINES. 






Diameter 

Drills 

Drills up 

Price of 

Price of 

No. Height. 

Weight. 

Depth of 

of 

in centre 

machine with 

machine with 

feed. 

table. 

of 

to 

table. 

table & vice. 





in. 


Without stand. 

Without stand. 

ft. in. 

lbs. 

in. 

in. 

in. 

£ s. d. 

£ 8. d. 

771h 2 3 

100 

2J 

9* 

10 

f 

3 16 6 

4 5 6 

771J 1 6 

28 

2j 

no table 

9 

i 

— 

117 9 


NO. 7711l is a Self-Feeding Machine, fitted with flat rim fly¬ 
wheel, which makes it suitable for hand or power. 


No. 77lj is a Small Eadial Pillar Drilling Machine, it is 
very light, strong, and portable. By means of 
the set pin it can be raised or lowered on the 
pillar to suit any kind of work. 

These machines have the following advantages, viz.:—The foot of each 
machine, the surface of the base plate and the pedestal which carries the 
table, are all planed true ; this ensures accurate drilling. The pedestal and 
table can be removed to admit larger work, and when placed in the slots of 
the plate is again central with the drill. The table can be taken out of the 
pedestal and the vice put in and secured in any position by one steel set screw, 
the leg of this vice is turned and is free to revolve in the pedestal, by this 
means holes may be drilled round a circle or curve, or in a line, as desired. 

These machines can be supplied without table, pedestal, and foot plate, 
at the following reduction in prices: — 

For Machine that drills holes up to f-in. 1-in. IJ-in. 

Table . 5/9 8/0 11/6 

Pedestal . 2/9 3/6 5/0 

Foot plate . 5/3 6/6 8/3 

EXTEA. 

Cast iron stand as shown for Nos. 771a, 771e, 771h, each 

„ ,, „ » 771b. „ 

„ „ „ ., 771c, 771d, 771o „ 


22/6 

27/0 

31/6 


6 drills and a set of spanners sent with each machine, (with No. 771j, 4 drills). 


West Smithfield, London, E.C. 








359 


GEORGE FARMILOE & SONS, 


FORGES (PORTABLE). 

No. 772. 

No. 01A 2-ft long, 1-ft. 6-in. wide, 2-ft. 6-in. high, each— 

18-in. bellows, 59/6. 19-in. bellows, 63/0. 20-in. bellows, 66/6 

Ditto, mounted on wheels . .extra £1 8 0 

Anvil for ditto, each 20/0. Vice for ditto, each 17/0. 

„ 00 2-ft. 2-in. long, 1-ft. 10-in. wide, 2-ft. 10 in. high, 

22-in. bellows .each 3 17 0 

Ditto, mounted on wheels .extra 18 0 

Anvil for ditto, each 20/0. Vice for ditto, each 17/0. 

„ 01 2-ft. 5-in. long, 2-ft. wide, 2-ft. 10-in. high, 24-in. 

bellows .each 4 4 0 

Ditto, mounted on wheels . extra ,, 18 0 

Anvil for ditto, each 20/0. Vice for ditto, each 17/0. 

„ 02 2-ft. 7-in. long, 2-ft. 2-in. wide, 2-ft. 10-in. high, 

26-in. bellows .each 5 12 0 

Ditto, mounted on wheels . extra ,, 18 0 

Anvil for ditto, each 26/0. Vice for ditto, each 17/0. 

! „ 200 2-ft. 10-in. long, 2-ft. 6-in. wide, 3-ft. high, 28-in. 

bellows .each 7 0 0 

Ditto, mounted on wheels . extra ,, 18 0 

Anvil for ditto, each 40/0. Vice for ditto, each 17/0. 

No. 773.—Improved New Pattern Wrought Iron Portable 

Forges. 

No. 500A 2-ft. 5-in. long, 2-ft. wide, 2-ft. 10-in. high, 24-in. 

bellows .each £4 6 0 

Anvil for ditto, each 20/0. Vice for ditto, each 17/0. 

„ 500B 2-ft. 9-in. long, 2-ft. 3-in. wide, 2-ft. 10-in. high, 

26-in. bellows . . .each 5 17 0 

Anvil for ditto, each 26/0. Vice for ditto, each 17/0. 

„ 5000 2-ft. 10-in. long, 2-ft. 6-in. wide, 3-ft. high, 28-in. 

bellows .each 7 5 6 

Anvil for ditto, each 40/0. Vice for ditto, each 17/0. 

No. 774.—Improved New Pattern Wrought Iron Portable 
Forges, with Circular Bellows. 

No. 500 2-ft. 5-in. long, 2-ft. wide, 2-ft. 10-in. high, 24-in. 

circular bellows .e-ach £5 4 0 

Anvil for ditto, each 20,0. Vice for ditto, each 17/0. 

,, 501 2-ft. 9-in. long, 2-ft. 3-in. wide, 2-ft. 10-in. high, 

26-in. circular bellows .each 6 18 0 

Anvil for ditto, each 26/0. Vice for ditto, each 17/0. 

„ 502 2-ft. 10-in. long, 2-ft. 6-in. wide, 3-ft. high, 2S-in. 

circular bellows .each 8 4 6 

Anvil for ditto, each 40/0. Vice for ditto, each 17/0. 


West Smithfield, London, E.C. 
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No. 775. —Gilders' Burnisher. 

Agate . 

Flint . 

No. 776. —Gilders’ Cushion. 

8- in. x 5£-in. 

9- in. x 6f-in. 

No. 777.— Gilders’Tips. 

Card Tips . 

Double Tips. 

Silver Tips . 

No. 778. —Gilders' Knives. 

With plain handles 
With balance handles ... 


each 

.. ,, 

..per doz. 
** » 

• •per doz. 

..per doz. 


1/9 

W4 


16/0 

21/0 


2/6 

6/0 

4/6 


9/0 

11/0 


■■■■III 

) ill iiil §fi i mill 



r 
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No. 779. —Bellamy’s India-rubber Graining Combs. 

For combing Oak in Water Colour. 

They are made in sizes of 2, 3, 4, 5, and 6-in. The teeth are cut as 
follows:— 

No. 4. Graduated. 


No. 1. Fine, about 12 per in, 
„ 2. Medium „ 9 „ 

,, 3. Coarse „ 6 ,, 


6 . 


Extra coarse, about 4 per in. 
Irregular. 


Extra fine, for panels, 15 and 18 teeth to the in., 0/4 per inch. 

No. 780. —Graining Combs (Leather). 

2-in. 2J-in. 3-in. 3J-in. 4-in. 

Graduated . per doz. — — 4/0 5/0 5/6 

Coarse, Mid, or Fine „ 2/0 2/3 2/9 3/0 3/6 

These are made of stout leather, cut by machinery. The teeth vary from 
. 4 to 10 per inch. 

No. 781. —Graining Combs (Steel). 

Coarse, Mid, Fine, and Graduated. 

1 1J 2 2| 3 3J 4 4* 5 6-in. 

Per doz. 1/6 2/3 3/0 3/9 4/6 5/3 6/0 6/9 7/6 9/3 

4/0 per set of 12 in case. 


West Smithfield London, E.C 
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No. 782 .—The Glaziers' Point Driver. 

6f-in. long ; .each 12/6 


This tool, which is carefully constructed by experienced workmen, recommends itself 
to all glaziers, because they are enabled by its use to insert points with more than twice 
the rapidity of the old method, and with less liability to breakage of glass. 

Directions for Use. —In using the Driver, press down lightly upon the glass, so as 
not to check the force of the blow, and move forcibly forward against the sash, which 
insures driving the points to the proper depth. 

To increase or diminish the force of the blow, adjust the screw in the ram. 

To take the Driver apart, draw the ram back until the driving plate is free from the 
guide plate, and let it come forward below the guide plate. 


No. 783. —Glaziers’ Points. 

These points, as shown in cut, are designed for 
use in connection with the driver. They have the 
same bearing in the sash, project over the glass the 
same distance, and are guaranteed to hold the glass 
firmly in its place. 

These points are cemented together in columns of 
about one hundred points each, ready for instan¬ 
taneous insertion in the driver, by which they are 
struck off and driven one by one into the sash. 

Per box of 5,000 points. 1/8 


♦ 

Exact size of Point. 


West Smithfield, London, E.C, 
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No. 784. —Bellamy’s Patent Graining Cylinders, mahogany 

mottle. 



No. 785. —Bellamy's Patent Graining Cylinders, mahogany 

feather. 

For Prices and Particulars , see next page. 


West Smithfield, London, E.C, 





















363 GEORGE FARMILOE & SONS, 


No. 786. —Bellamy’s Patent Graining Cylinders. 

The cylinder has an engraved surface of absorbent leather, j 
i which removes the graining colour, according to the design thereon. 

In the case of the mahogany feather, the leather is loose, one 
end being attached to a small roller (see illustration ), and is un¬ 
rolled, or the reverse, against the surface to be grained. 

They are constructed to produce great variety of work, and to 
do graining of any length or breadth. 

The superiority of work by this system over the ordinary hand 
process, the great saving in time, and simplicity in application, 1 
renders it a most valuable tool to all in any way engaged in 
the imitation of woods and marbles. It may be adapted to ! 
work of every description, is very durable, and found to earn its cost 
in a few times using. 

The designs are of the most superior description, being ! 
i facsimiles of the choicest woods and marbles. 

Full particulars, and all necessary instructions for working, 
sent with the cylinders, which are made for the following, and all 
other woods:— 

Oak, dark veins. 

„ heart. 

„ pollard or knotted. 
Walnut. 

Birch. 

„ heart over-grain. 
Hungarian Ash. 

Hair wood. 

Vein Marble, for white or 
Italian pink. 

Sienna. 

5-in. 6-in. 7-in. 8-in. 

Each ... 16/0 18/0 22/0 26/0 30/0 37/0 
Mahogany or satin wood feathers, 6-in., 7-in., and 8-in. 

Smaller sizes for stiles, margins, small panels, &c. 

Each 1-in. 7/6 l£-in. 10/0 2-in. 12/0 


West Smithfield, London, E.C. 


Spanish mahogany mottle. 

„ ,, feathers 

„ „ heart 

over-grain. 

The mahogany feather, and some 
of the mottles, answer for satin 
wood. 

Satin wood mottle. 

„ „ heart 

over-grain. 

Maple mottle. 

Oak, light veins. 

3-in. 4-in. 
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No. 787. —Bellamy’s Improved Oak Combing Rollers. 

This most useful tool is the only one which gives oak graining the natural appearance 
of the wood. By it< use fine lines of irregular lengths similar to the grains of oak, are 
printed on the veined work, producing a superior effect to the ordinary combing. 

The sot consists of six separate rollers, varying as to the spaces between the lines, 
fitted into a box. so that they may bo carried without injury. The box also contains a 
brush to feed them with colour, which is constructed to fit the roller frames, so that one 
hand only is required for the work instead of both as formerly. 

Sizes—4-in., 2-in., 3^-in., 6-in. 

They may be had in sets with feeding brush, which fits the roller frame. 

They varv as to space between the lines. 

No. 1, fine; 2, medium; 3, coarse; 4, graduated; 6, irregular. 

The set (six rollers) contains one £-in., four 2-in., one 3£-in., 

fitted in box with feeding brush.per set 18/0 

i 2 3* 4£ 6 inch. 

Separate rollers. 1/7 2/6 3/0 3/9 4/0 each. 

Feeding brushes. — 1/0 1/9 2/6 3/6 „ 

A 6-in. roller, with feeding brush, in box, complete, each 8/0 


.West Smithfield, London, E.C 
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No. 788. —Cistern Hammer.each 2/0 2/6 3/0 

788a. —Plumber’s Claw Hammer.each 2/6 



No. 788b. —Glazier’s Hammer . each 2/0 

79 789 •—Iron Screw Hammer. 

„ 8 9 10 11 12 14 16 18-in. 

Each 2/10 3/3 3/8 4/0 4/6 5/3 6/6 8/0 



No. 790 .—American Screw Hammers. 

6 8 10 12 16-in. 

Each. 3/0 3/4 4/0 4/8 8/0 




,, 791a —Bossing Iron ... 


.per lb. 7d. 

7d. 


No. 791b. —Glazier’s Iron.each 2/0 2/6 3/0 


West Smithfield, London, E.C. 
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No. 792— Closing Knife, ea. 1/9 No. 792a.— Chipping Knife, ea. 1/3 


■[■■lllll 


No. 792b. —Drawing Knife, ea. 1/6 No. 792c. —Hacking Knife, ea. 9d. 



No. 792d.— Paperhangers’ Knife, No. 792e. —Lead Knife, each 2/0 
each 2/0 


cm r jf_mm 


No. 792g< —Palette, each. 

4 5 8 6 7 8 9 10 11 12 13 14 15 16-in. 

5d. 7d. 8d. lOd. 1/1 1/5 1/10 2/6 3/2 3/10 4/8 5/6 6/2 



No- 792b—Putty Knife > ea - 9d - 



No. 792k— Short Stopping Knife, 
each lid. 



No. 792j— Putt y Knife with 
iaddekin handle, ea. lOd. 



No. 7921.— Long stopping Knife 
each 1/2 



No. 792 m-— Chisel Stopping 
Knife, each 1/2 



No- 792p-Short Facing 

Knife, each 1/0 



No* 7 9 2r — Trowel stopping 
Knife, each 1/2 


No. 7921.—Gilder’s Knife, ea. I/O 
30 


West Smithfield, London, E.C. 
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No. 793. 


-Lad dekins. 

Bone, 1/3 each. Wood, 1/0 each. 


No. 794. —Ladles. 

2 2 $ 3 4 4* 5 5$ 6 7-in. 

Per doz. 4/0 5/6 6/0 7/6 8/6 ld/O 11/6 14/6 17/0 25/0 
. Heavy ditto, 8d. per lb. 

No. 795. —Leathers (Chamois). 

Per doz. 9/0 12/0 15/0 18/0 

No. 796. —Mahl Sticks (Folding). 

The parts, when screwed together, form a strong stick, with an even surface. 
Each. 3/0 




p : 

III!!] 


No. 796a. —Mallets (Tinman’s). 

2J-in.each 

3-in.. 

_ 3i-in.. 

No. 797. —Mat Baskets (Wood Bottoms). 

Per nest . 6/0 


1/3 

1/6 

2/0 



No. 799A. 
Nos. 1. 

Diameter, 5§-in. 
per doz. 8/0 
„ 5/0 


7-in. 

10/0 

6/0 


3 

8-in. 

12/0 

7/6 


No. 798. No. 799. 

No. 798. —Paint Cans. 

Tin or zinc. 

Galvanized iron ... 

No. 799. —Paint Straeinrs (Copper Bottoms). 

Fine or coarse, large. . ..each 2/6 

No. 799a. —Ditto, Fine or coarse, taper. ... 

,, 800 —Paint Stones and Mullers. 

„ 801. —Painter’s Pallettes (Mahogany). 

6 7 8 9 10 11 12 13 

Square or oval, per doz. 5/ 6/ 7/6 9/6 12/ 14/ 17/ 20/ 23/ 26/ 30/ 


Small 
. each 


2/0 

1/6 


14 15 16-in 


West Smithfield, London, E.C. 
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No. 802. — Edwards’ Paint Mills. 


No. 1 . 

Power Mill, 18-in. 

high, 11-in. 




across top ... . 

.each 

£5 

10 

„ 2. 

Hand Mill, 17-in. 

high, 7f-in. 




across top... . 

.each 

3 

3 

„ 3. 

Hand Mill, 15-in. 

high, 6J-in. 




across top... . 

.each 

2 

10 

Pulleys 

5 to Nos. 2 or 3 . 

. jj 

1 

0 


„ 1 ... . 

. » 

1 

10 

Ply-wheels to Nos. 2 or 3 

... ,, 

0 

6 


„ i • 

. •> 

0 

10 


No. 803. —Improved Paint Mills. 

Diameter of Capacity 



Weight. 

Grinding 

Surface. 

of 

Hopper. 

Height. 




No. 000. 

16-lbs. 

4J-in. 

3-pints 

1-ft. 2-in., 

each 

£1 

5 

„ 00. 

23 „ 

5 5? 

3 „ 

I j) 3 „ 

n 

2 

2 

„ 0. 

28 „ 

6 „ 

2-quarts 1 „ 4 „ 


2 15 

,, Ia. 

56 „ 

>» 

3 

1 „ 8 „ 


3 

3 

with fly [■ 

112 „ 

7 „ 

l-gall. 

1 „io„ 

J1 

4 

4 


wheel 


West Smithfield London, E.f' 
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No. 804. —Paper Hangers’ Rollers. 

7-ill., with handle to Screw On and Off, Covered. Uncovered- 
for convenience in carrying ... each 3/0 2/0 

3£-in., with a fixed handle, formed by a 
prolongation of the iron frame, each 1/6 1/0 

The rollers are covered externally with fine thick flannel, or 
with chamois leather, under which is a layer of flannel to form a 
soft cushion. 

Seam rollers of plain boxwood, 1^-in. wide, each 1/0 

No. 805. —Bell Hangers’ Cutting Pliers. 

Each ... 2/4 

NO. 806. —Bright Burner Pliers. 

2-hole, 6-in.each 1/10 

„ 7-in. „ 2/2 

No. 807. —Registered Combination Pliers. 

Combining the Bell Hangers’ Cutting Pliers, with wire cutters 
at the side, and the Gas Burner Pliers. 

Each . 6-in. 2/0 7-in. 2/4 

No. 808. —Registered Combination Pliers, as 807, but with 
turnscrew and rymer. 

Each . 6-in. 2/3 7-in. 2/7 


No. 809. —Gas Pliers. 

7-in. 8-in. 9-in. 10-in. 11-in. 12-in. 

Two hole, per doz. 14/9 18/9 22/6 26/6 30/6 34/6 

Three „ „ 18/0 22/0 26/0 30/0 34/0 38/0 


West Smithfield, London, E.C. 
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No. 809a. No. 809 b. 

No. 809a. —Gas Service Cleansing Pump, with copper 
cylinder. 

Complete with S-ft. of strong India- 
rubber Hose, with brass taper 
connection for forcing gas pipes, 
from -§-in. to lj-in. each £3 3 0 

No. 809b .—Gas Service Cleansing Pump, with galvanized 
iron cylinder. 

Complete .each £2 15 0 

. 

INSTRUCTIONS. 

By closing the stop cock and working the handle a great 
pressure can be obtained in the cylinder, which on being 
suddenly released into the service pipes, clears away any 

obstruction or dirt. 

. ■ 

West Smithfield, London, E.C. 
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No. 810. No. 811. No. 812. 

No. 810. —Plumbers’ Force, T handle.each 30/6 

,, 811. — ,, ,, lever handle ... ,, 35/0 

„ 811a. —Ditto, extra strong ... ... ... ,, 63/0 

„ 812. —Plumbers’Force, wood plunger ... ,, 27/6. 

,, 812a—Ditto, large. ,, 40/0 

„ 813 —Plumbers’ Force, brass bow handle. 

Without hose .each 15/0 

With india-rubber hose . „ 19/6 

With leather hose . „ 21/0 



No. 816. 

No. 814. No. 815. 

No. 814. —India-rubber Force Cup. 

Very useful for forcing pipes from sinks, wash-basins, &c. ... each 1/9 

No. 815. — Plumbers’ Hatchets. „ 2/4 

816. —Plumbers’ Malls. 

Each . Box, 3/0 Hornbeam. 2/0 




West Smithfield, London, E.C. 
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No. 817 .—The Plumbers* Stove. 

This stove is particularly recommended to Plumbers, Gas and Water Companies, for 
general shop or out-door use. It is simple in construction, portable, safo, cleanly, most 
effective in operation in any weather, durable, and saves both time and fuel. 


Each 


25/0 


DIRECTIONS FOR USE. 

For out-door work eight feet of upright smoke pipe will be found sufficient. For 
shop, according to convenience, if above that length. 

Moderately soft coal, broken rather small, or good screened slack is much better 
than coke. 

Let the first fire burn up freely before putting on the pot. 

Keep the bars clean and covered; bring most of the fire to the front before mending. 
A moderate fire is better than a full one. If with a full fire the smoke should prove 
troublesome, give it a little air at the feed-hole by partly removing the lid. 

The irons (unless large ones) should not be put in until the metal is nearly hot. 
When required to be left, shut the bottom door, fill up with fuel, and shut the valve. 
Carry the stove with the accompanying S hook, placed between the pot and feed- 
holes, with a bar of iron pipe run through. 

Height, 27-in. Length, 16i-in. Width. 12$-iD. by SA-in. 

LEAD. SOLDER. TIN. 

Capacity of pot ... . 40-lbs. 36-lbs. 26-lbs. 

Weight of stove, 1 cwt 0 qrs. 20 lbs. 


West Smithfield, London, E.C 
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No. 818. —Easps or Fites (flat or half-round). 

8 9 10 11 12 13 14 15 16-in. 

Bach ... 0/9 0/11 1/2 .1/4 1/6 1/9 2/3 3/0 3/6 



No. 819 .—Ratchet Drill Braces. 

10 12 14 16 18 20 22 24-in. 

Each 16/6 20/0 24/0 27/6 31/0 34/6 38/0 42/0 

Drills for ditto. 

Assorted, J, §, J, J, 1-in.each 1/9 

„ 1£, 1£, If, 2,2J-in. „ 2/3 

No. 820. —Rules. 

Plumbers’ 2-ft. 2-fold., with brass slide. 

Plain. each 2/9 

Bound one side. ... „ 3/6 

,, both sides . . 4/4 

Plumbers’ 2-ft. 4-fold . „ 4/4 

GLAZIERS’ LATHS. 

24 30 36 48 60-in. 

Each . . 1/0 1/3 1/6 2/0 2/9 

GLAZIERS’ T SQUARES. 

24 30 36 42 48-in. 

Each . 2/0 2/6 3/0 3/6 4/0 

EXTRA. 

Pitto, extra strong, with brass band ..each 2/0 


West Smithfield, London, E.C. 





































PAIR OF 
EXTRA WHEELS 
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West Smithfield, London, E.C 
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No. 822. —Scissors (Paperhanger’s). 


Per pair ... 10-in. 3/3 11-in. 4/0 12-in. 4/7 



..Illlllllillll'llllllliilllllllllllllllllllllllllllll - jfi 

No. 823. 

No. 823. —Screw Drivers. 

6-in. 7-in. 8-in. 9-in. 10-in. 12-in. 


Perdoz. 16/0 18/0 20/0 22/6 25/0 30/0 



No. 824. —Straight Shave Hook .each 1/3 


824a. —Bent Shave Hook ••<> .. jj 1/6 




No. 824c. 


No. 824b. —Soil Pipe Shave Hook.each 1/9 

,, 824.C —Spoon Shave Hook . ,, 1/6 



No. 824d. 

No. 824cL. —Triangular Shave Hook ,.each 1/3 

„ 824e. —Patent Shave Hook, combining 824, 

824b, and 824d in one .each 4/0 

West Smithfield, London, E.C. 
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No. 825. —Shears, for cutting zinc, &c. 

Each 8-in. 1/9 9-in. 2/4 10-in. 2/9 12-in. 3/6 



NO. 827. —Light Solder Pots, with bails. 

4 5 G 7 8 9 10 11 12-in. 

Each 1/3 1/5 1/8 2/0 2/6 3/2 3/8 4/2 5/10 



No. 827a. —Strong Solder Pots, with bails. 

4 5 6 7 8 9 10 11 12-in. 

Each 1/3 1/5 1/8 2/2 2/10 3/6 4/0 4/8 6/6 





Ho. 828 _Centre-Screw Adjusting Automaton Spanner. 


Nos. 1 2 3 4 5 

Length, 5| G£ 8J 10 12J 

Span, £ | | 1 1J 


G 7 8 9 10 

15 17£ 20 24 26-in. 

1J If 2 2£ 2J-in. 


Each 4/4 4/8 5/8 7/6 9/4 11/9 15/0 18/6 22/6 26/6 




West Smithfield, London, E.C. 
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No. 832a. —Double-action Eatchet Screw Stock, with 
Circular Dies (Whitworth’s Standard Gas Threads), 
and with Guides. 


This Ratchet Stock is provided with a right and left-hand 
feed motion, fitted with dies and guides for each size of pipe 
whereby a perfect thread is secured under any difficulty arising 
from limited space. 

An important consideration is the diminution of labour in 
opening the ground, a small aperture only being necessary to 
bring the tool into action, and from the smallness of space, 
especially in crowded thoroughfares, there is less liability of 
accident. Prior to coupling the joints, the pipes may be cut 
through with the greatest ease, by applying the Rotary Tube 
Cutters—a few inches space is only required, the pipes can be 
cut out and screwed, and the couplings completed in any 
critical position, without the assistance of a fitter. 


i 

1 

4-in. 

Per set. 

50/0 

Extra Dies. 

4/0 

Extra Guides or Regulators. 

. 1/9 

4 

f 

1 „ 

66/6 

7/3 

. 2/6 

f 

1 

H .. 

83/6 

8/3 

. 3/3 

l 

H 

14 .. 

106/0 

... 10/0 

. 3/9 

i* 

14 

2 „ 

130/6 

... 14/3 

. 5/3 

2 

24 

24 „ 

212/0 

... 21/0 

. 8/0 

2* 

24 

3 

275/0 

... 30/0 

. 10/6 


West Smithfield, London, E.C. 
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No. 833. —Tap Wrenches. 


For l 

3 /i 6 -in. 

... each 3/6 

For % 

1 -in. 

... each 10/0 

„ i 

# „ 

... ,, 

4/0 

„ 1 

ix 

J 8 » 

... „ 11/0 

„ i 

6 /ie „ § 

... ,, 

4/0 


H 55 

... „ 12/0 

n 'ff 

7 /l6 ii 

... ,, 

5/0 

1. If 


... „ 16/0 

» 7 /l6 

i „ 

... ,, 

5/0 

1,li 

H „ 

... „ 16/0 

„ | 

4 i> 

... ,, 

5/0 

„ 1# 

H 55 

... „ 20/0 

„ i 

£ 

... ,, 

6/0 

„ If 

^ 55 

... „ 24/0 

51 ¥ 

H. 

... ,, 

7/6 

„2 

„ 

... „ 28/0 

55 i 

1 » 

... ,, 

9/0 

„ 2i 

8* » 

... „ 40/0 


No. 834 _Tap Wrenches (for Gas Fitters). 


Each 

b h §-in. 

10/0 

8/6 

i, 1, 4-in. 
12/0 

h i> h l in - 
14/0 

Each 

1. b i-ia. 
13/0 

i, 1,1-in. 
16/0 

4. fli, 1-in. 
16/0 

f, 1, li-in. 

19/0 

Each 

1, li, li-in. 

25/0 

li, 1J, 2-in. 

33/0 

li, 1|, 2-in. 

39/0 

2J, 2|-in. 

40/0 

Each 

. 

2f, 3-in. 

48/0 

2J, 2i, 3-in. 

56/0 



No. 835 .—Sucker Hooks. 

Each . single, 4/3 double, 8/6 



No. 836. —Gas Tongs. 

J-in. g-in. i-in. f-in. 1-in. 11-in. lj-in. 2-in. 

For tube, per pair i/3 1/6 1/11 2/3 2/9 3/9 4/3 5/9 

For sockets „ 1/6 1/11 2/3 2/9 3/9 4/3 5/9 7/3 

Ditto, extra strong. 

J-in. §-in. £-in. f-in. 1-in. lj-in. l$-in. 2-in. 

For tube, per pair 1/9 2/0 2/6 3/0 3/9 4/6 5/9 8/9 

For sockets,, 2/0 2/6 3/0 3/9 4/6 5/9 7/310/9 


West Smithfield, London, E.C. 
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West Smithfield, London, E.C 


No. 31, J-in. to 1-in., each 17/6. No. 32, 1-in. to 2-in., each 26/0. No. 33, 2-in. to 4-in., each 35/0. 

Extra knives, per doz., No. 31, 12/0 ; Nos. 32 and 33, 18/0. 

When extra leverage is required, it is better to apply an additional wench. To place the handle inside a tube to gain 

extra pressure, will probably snap the grip. 
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No. 839. —Tube Cutters (improved direct action), single knife. 

No. 10, to cut J-in. to 1-in.each 12/9 

„ 11, „ 1-in. „ 2-in. „ 18/8 

„ 12, „ H-in. „ 3-in.. 26'0 


No. 840 .—Tube Cutters (improved direct action), with three 

knives. 

No. 22, to cut J-in. to 1-in.each 19/0 

„ 23, „ 1-in. „ 2-in. „ 28/0 

„ 24, „ l£-in. „ 3-in. „ 35/0 

No. 841. —Patent Tube Cutter, with Tongs and Cutter com¬ 

bined. 


This entirely dispenses with the necessity for carrying more than two 
sizes to cut off or grip all size tubes for J-in. to 2-in. It is very strong and 
durable; the jaw is steel inside, and hardened; and the working parts are 
all enclosed, and not liable to wear away with dirt and rust. They are all 
well tested before sending out, and if ordinary care be used, one Cutter will 
cut off thousands of tubes. 


No. 1. £-in. to 1-in. ... 

„ 2. lj-in. „ 2-in. ... 

„ 3. 2i-in. „ 34-in.... 
Extra Cutters for No. 1 

„ , „ 2 


each 16/6 
„ 26/0 
„ 36/6 
„ 1/0 
„ 1/6 
„ 1/6 


West Smithfield, 


London, E.C. 
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N O. 842. —Turn Pins. 

l-in. lj-in. 2-in. 2{-in. 3-in. 3J-in. 4-in. 

Each...4d. 5d. 6d. 9d. 1/0 1/6 2/0 



No. 843 .—Vices. For window lead. 

To turn three leads.each £6 15 0 


EXTRA. 


... each 25/0 


Bands ... 



No. 843a . —Best solid box black staple vices...£3 1 0 

,, 843b. —Second quality ditto . 2 12 0 

,, 843c.— Best solid-box bright staple vices 3 5 0 

^ 843(3.. —Second quality ditto . 2 16 0 

„ 843e.— Best warranted solid boxes and pins 6 10 

„ 843f.— Wrought iron solid-box parallel vices. 



West Smithfield, London, E.C. 
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No. 845 —Pipe Vice. 

For holding iron tube, &c., 
with registered side opening. 

As will be seen by the illustra¬ 
tion, the pipe is placed under the 
grip sideways, instead of being 
pushed through, with this further 
advantage, its capability to hold 
down circular tubes, bends, gas 
joints, &c. It is very strong, of 
simple construction, and well 
adapted for confined situations. 

D. to hold J-in. to 2-in. each 18/6 

E. „ J-in. „ 3-in. „ 29/6 

H. „ J-in. „ 4-in. „ 42/0 

F. „ J-in. „ l£-in. „ 12/9 



No. 846. —Pipe Vice. 

With slide. 

A’s. to hold J-in. to 2-in.... each 22/0 
B’s. „ J-in. „ 3-in.... ,, 38/0 
C’s. „ J-in. „ lj-in. „ 17/0 

By the application of the slide, a 
tube can be held in any position, cross- 
ways, horizontal, or perpendicular. 


West Smithfield, London, E.C 
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No. 847. —Malleable Iron Pipe Yices. 




In introducing these Malleable Iron Pipe Yices, we believe we 
are meeting a want that has been long felt in the trade, viz., a 
Pipe Vice as strong as those we already make, but of less weight, 
that can be easily carried in a fitter's basket. This we attain as 
shown below, by making them of best malleable iron instead of 
ordinary cast iron, and fitting them with steel sliding wedges and 
.steel pointed screws, which considerably reduces the weight, while 
retaining the strength. We give the weight of each, so that the 
difference can be easily seen. 

No. Ml. J-in. to 1-in. sockets.each 10/0 

„ M2, fin. „ If in. „ . 14/6 

weight of ordinary Vice, 24-lbs. 

„ M3. -J-in. „ l£-in. sockets ... „ 19/0 

„ M4. -jt-in. „ 2-in. „ . „ 22/0 

weight of ordinary Vice, 42-lbs. 


weight, 4-lbs. 
„ 9f-lbs. 


13-lbs. 

17-lbs. 


They are all made to take the sockets of the sizes given, so 
that joints of the sizes oan be fitted. 


West Smithfield, London, E.C. 
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BAUER’S PATENT TOOLS. 


No. 847a. —Bauer’s Patent 
Instantaneous Self-adjusting 
and Self-gripping Tube and 
Bolt Vice. 

Each. 

7/6 



No. 1 holds J-in. to lj-in. 
Tubes, &c., weighs 3-lbs. 

No. 2 holds J-in. to 2£-in. 
Tubes, &c., weighs 10-lbs. 


15/0 
It 


This grips automatically and works in any position 
weighs only about one-fifth of the old-fashioned cast-iron 
tube vice. 

No. 847b . — Bauer’s Patent 
Self-adjusting Self-gripping 
and Self-acting Link Spanner 
and Pipe Wrench, for bolts, 
nuts, tubes, gas pipes, &c. 

8-in. 12-in. 15-in. 18-in. 24-in. 

2/8 4/0 5/0 6/0 8/0 

It is made entirely of steel, and grips from the smallest to 
the largest size instantly. 





No. 847c. 


No. 847d. 


No. 847c •— Bauer’s Patent Combination Stock and Dies, 
f-in and £-in. brass, and £-in., J-in.,f-in. and 

-J-in., iron gas.each 15/0 


No. 847d .—Bauer’s Patent Tube Cutter. 

For £-in. to 1-in. iron gas tube .each 12/0 


West Smithfield, London E.C. 
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No. 848 . —Bakek’s Preparation for Tinning and Soldering. 

J-pint 0/6. 1 pint 1/0. 1 quart 2/0. 1 gallon 5/0. 

Bottles included. 

No. 849. —Gas Taps, Taper or Plug. 

J-in. J-in. J-in. g-in. f-in. £-in. 1-in. 

For Brass ... each 0/9 0/10 1/0 1/1 1/5 2/1 2/10 

J-in. J-in. J-in. J-in. g-in. J-in. 1-in. 

„ Iron ... „ 1/6 2/0 2/6 3/0 3/6 4/0 5/6 

3 J-in. 1 J-in. lj-in. 2-in. 2|-in. 2J-in. 2f-in. 3-in. 

7/6 9/6 14/0 18/0 25/9 33/6 41/6 47/6 

No. 850. —Gas Hooks. Per gross. 

J-in. f-in. J-in. g-in. J-in. 1-in. lj-in. lj-in. 2-in. 

For Iron 1/3 1/6 1/9 — 3/0 4/0 5/6 6/6 9/0 

„ Compo. 1/0 1/0 1/0 1/6 2/0 — — — — 

GLASS PAPER GLASS CLOTH. EMEEY CLOTH. 
GOLD LEAP, English and Foreign. 

GOLD LEAF, Transferred, English and Foreign. 
SILVER LEAF 

GOLD, SILVER, and COPPER BRONZE. 
DUTCH METAL. 


West Smithfield, London, E.C 
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George Farmiloe & Sons’ Welded Bath Boilers. 


No. 


High. 

Bot. 

Tor 

>. 10-in. 

12-in. 

14-in. 

16-in. 

18-in. 

20-in. wide. 

851 

12 

11 

7 

20/0 

21/0 

21/6 

22/0 

23/6 

25/0 each. 

11 

852 

9 

8 

6 

18/0 

19/0 

19/6 

20/6 

21/6 

23/0 „ 

U 

853 

10 

10 

7 

19/0 

20/0 

20/6 

21/6 

22/6 

24/0 „ 

11 

854 

12 

11 

8 

20/0 

21/0 

21/6 

22/0 

23/6 

25/0 „ 



12 

12 

9 

31/0 

32/6 

34/0 

35/0 

36/6 

38/0 „ 


Brass Unions, with copper extension pipes fitted to boilers. 


To solder to lead pipe ... 

... f-in., 6/9 

1-in., 8/3 per pair. 

To screw to iron pipe ... 

... 1 „ 9/9 

1J „ 12/9 „ 


West Smithfield, London, E.C 
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WELDED BOILERS. 



No. 857 —With Intersecting No. 858.—Flat, with Arch Flue 

Flue. and Manhole and Cover. 


George Farmiloe & Sons’ Welded Bath Boilers. 


No. 

855 

High. 

12 

Bot. 

12 

Top. 

9 

10-in. 12-in. 14-in. 16 in. 18-in. 20-in. wide. 

32/6 34/0 35/0 36/6 38/0 40/0 each 


856 

12 

12 

9 

29/0 30/6 32/6 34/0 35/0 36/6 „ 


857 

12 

12 

9 

35/0 36/6 38/0 40/0 41/6 43/0 

9) 

858 

12 

12 

9 

35/0 36/6 38/0 40/0 41/6 43/0 „ 


EXTKA. 

Wrought Iron Manhole Covers, according to size, from 3/6 upwards. 


West Smithfield, London, E.C 
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WARD S PATENT HOISTS. 



WALL CRAB HOIST. 

No. 859. 



PILLAR CRAB HOIST. 
No. 860. 


Ward’s Patent Hoist. 


For 'prices and particulars see next page. 


West Smithfield, London, E.C. 
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WARD’S PATENT HOISTS. 


These hoists are suitable for warehouses, goods sheds, 
cellars, coach houses, houses, factories, dock yards, hotels, 
corn mills, builders, breweries, grocers, &c. 

In ordering, state height of lift required. If not stated, alb 
hoists are sent with chain suitable for 10-feet lift. 

The length of chain required is twice the height of lift. 


SIZES AND PRICES. 


Tested to 

No. 859. 

No 860. 

Bright Chain, Top 

Wall Crab. 

Pillar Crab 

Per foot. 

Pulley, 


Each. 

Each. 


Each. 

2£ cwt. ... 

£2 0 0 

£2 5 0 

5d. 

3/6 

5 „ ... 

3 0 0 

3 7 6 

7d. 

5/0 

10 „ ... 

4 10 0 

5 0 0 

9d. 

9/0 

20 ,, ••• 

6 10 0 

7 0 0 

lid. 

11/0 


These hoists are extremely simple, compact and handy, and 
are suitable for any height of lift, as the chain merely passes 
through them instead of accumulating on a barrel. 

They have a self-acting brake which releases as the load 
is being raised, sustains it afterwards, and only permits of 
lowering by winding backwards. 

When desired the empty chain may be lowered quickly by 
disengaging the pawl. 

A very slight effort is required in lowering, accelerated 
speed is impossible, the load is under perfect control and the 
handle can never “ fly round,” though suddenly loosened when 
the load is in suspension. 


West Smithfield London, E.C 
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No. 861 —Briggs’ Patent Soldering Apparatus. 

The Inventor begs to call special attention to the fact that in executing 
ordinary plumber work there is always a certain degree of danger attending 
the same, so far as fire is concerned, and also a great deal of time 
unavoidably lost besides. 

For Example :—When bending large lead pipes the practice is to use 
burning shavings or molten lead, in order to raise the required heat on the 
part to be bent: it is of course obvious that the application of shavings 
for such purposes is a very dangerous proceeding, however careful a man 
may be, while the loss of time is entailed by the searching for and 
lighting each small “ ball,” to be dropped periodically into the bend. If, 
on the other hand, shavings are not used, a fire must be had to melt the 
lead : the time lost in getting, or making one, being at least equal to that of 
preparing the metal for soldering any kind of a joint. 

By using this apparatus, both the danger from fire and the loss of time are 
prevented, because, when the cylinder is charged with the required quantity 
of “benzoline,” it is at once ready with a supply of gas (assisted by com¬ 
pressed air), sufficient to produce such a fierce flame as to enable any person 
to melt, in a few seconds, a bar of solder or lead, while it is so much under 
the control of the operator that it may be extinguished instantly, and at the 
same time is ready for use the next moment, or a month after. 

It is so clean and complete in itself that it could be used with perfect 
safety in a carpeted room, providing it were necessary to do so. 

This apparatus may be used for lead burning, as also for burning 
off paint. The cost of charging is so trifling that 200 plumbers’ joints have 
been made for a less sum than one shilling. 

No. 1 Size, for ordinary work, with 10-ft. of flexible tube and 

two burners, complete . each £5 5 0 

No. 2 Size, do. do. with one burner.. ... „ 3 3 0 


West Smithfield, London, < E.C 
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ELECTRIC BELLS AND FITTINGS. 


No. 862 —Electric Bells, best quality, mounted on metallic 
frames, with strong platinum tipped contact 
screws, silvered gongs, polished teak cases. 


No. 1. 2£-in. 
„ 2. 2|-in. 
3. 3-in. 


each 4/10 
„ 5/4 

„ 6/0 


No. 4. 3^-in. 
„ 5. 4-in. 

„ 6. 5-in. 


each 8/10 

„ 9/10 

„ 15/0 


No. 6 for thief and fire alarms and signals, 6-in. gong, each 20/0 


Any of the above can be had single stroke at same prices. 


Electric Bells with continuous action, i.e ., when started they 
continue to ring until stopped, 17/0 each. 


No. 863. —Second quality electric bells, on metallic frames, 
silvered gongs, mahogany cases. 

2|-in.each 4/0 | 3-in.each 5/3 

NO. 864. —Third quality, single bobbin, silvered gong, 
mahogany cases. 

2J-in. ... .. . each 3/7 

No. 865 —Metallic Base Bells, in sets of 3, 4, 5, or 6, of 
distinct tones enabling the servants when in 
any part of the house, to distinguish from 
which room the call proceeds. 

In stained and varnished wood base and cover, per bell 5/0 

Do. do. polished mahogany base and cover „ 6/0 


West Smithfield, London, E.C. 
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No* 865. —Circular Hardwood Pushes in box or ebonite. 


No. 865. 

China Pushes, plain, white, or black 

„ i, cream colour reeded. 

ii ,, white or black with gold lines 

» » „ » „ design 

ii ,i hand painted Dresden China .. 



l£-in. 

2J-in. 

8-in. 


... per doz. 4/6 

... „ 6/6 

8/6 


No. 867. 

No. 869 .—Pear Shape Pushes in all woods. 

Second quality . 

Best quality . 

With 2 contacts. 

New form invalid push 
Rosettes for wall, for use with pear pushes 


per doz. 

15/0 

,, 

22/0 

...each 

6/0 

... ,, 

2/6 

per doz. 

16/0 


Best quality ditto, in cocus, rosewood, oak, ma¬ 
hogany, &c., with platinum points. 

2&-in. .per doz. 11/6 

3-in. ~ 


14/0 

10/0 

12/0 

14/0 

21/0 

18/0 


No. 866. —Circular Brass Outdoor 
Pushes, marked “ Press.” 

Each .. 1/0 1/3 1/9 

Brass circular reeded pushes, each 1/0 & 2/0 
Best quality circular press barrel pushes, 
with false headed screws for fixing 

3J-in. dia. 4/11 

4£-m. dia... ... 5/6 


No. 867 —Brass Outdoor Pushes, oblong, 
for fixing, with false-headed screws. 

Small .*.each 6/0 

Large . .. „ 7/6 

Brass oblong pushes on mahogany blocks „ 1/9 


No. 868. —Bronzed Outdoor Pulls. 

Each . 5/0 6/0 7/0 & 8/0 


West Smithfield, London, E.C. 
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No. 870. —Shop Door 
Trigger, improved form. 

Each . 2/8 

Floor contacts ... each 5/6 




No. 871. 


for doors or windows, with 
brass base and ebony 
fittings. 

Each . 1/9 

Do. on hardwood base, each 1/2 



No. 872 .—Bedroom pull crank 
lever, for use with silk cord or 
worsted tassel. 

Each .2/0 

Bedroom pull in wood, box enamelled 

white, for use as above ... each 2/3 

Silk cord, 6d. per yard. Worsted cord 
and tassel, 1/6 each. 





No. 873. 


No. 873 .—Switches, on circular 
polished hardwood bases. 

One way ... . ... each 1/9 

Two way . „ 2/1 

Three way. ,, 3/0 

Switches on square ebonite bases, new 

form. Oneway. each 1/7 

Two way . „ 2/0 

Three way. „ 3/0 


No. 874 —Electric Thermometer for conservatories. 

Each .7/2 

Do. with double tube for In at or 

cold. each 13/0 

Metallic fire alarms from 4/6 to 

No. 874. 7 / 6 each ‘ 



West Smithfield, London, E.C, 
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No 875 .—Indicators with Electrical Replacement, the 
most reliable and most durable, strongly re¬ 
commended. 


3 Numbers, 21/0 4 Numbers, 24/0 5 Numbers, 27/0 each. 
6 „ 32/0 8 „ 40/0 10 „ 50/0 „ 

No. 876 .—Indicators with Clutch Movement and Mechani¬ 
cal Replacement, at same prices as above. 

No. 877 .—Pendulum Indicators, self-adjusting, 1/Q per 
number extra to above prices. 

Indicators with electrical replacements are also mounted 
with 1, 2 or 3 bells, which are of distinct tone, to ring from 
front or back entrance, avoiding the necessity of looking at 
indicator and of replacing the indicator movement, and as 
these two calls are usually the most frequent, a great saving 
of servants’ time is effected. Each bell is charged as one 
extra number; thus, a 6-number indicator with three bells 
would be charged as nine numbers. 

All the above indicators are fitted in polished teak or 
mahogany cases, with glass dials and gilt lettering, and fitter’s 
name, &c., can be added without extra charge. 


West Smithfield, London, E.C. 
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No. 878 No. 879 


NO. 878 —Leclanehe Battery .complete with Sal-Ammoniac. 

No. 1, 5-in. by 2-in. Inner cells . each 1/8 

„ 2, 6-in. „ 2£-in. „ „ 1/10 

„ 3, 6J-in. „ 3-in. „ „ 2/10 

No. 879. —Leclanche Battery, new Patent Agglomerate 
Plates, complete as above. 

No. 1, 5&-in. by lj-in. Carbon. each 3/0 

„ 2, 6-in. „ ll-in. ,, . „ 4/0 

„ 3, 7-in. „ l|-in. „ ... .. „ 5/0 

No. 880. —Wire. 

India rubber and double cotton covered wire of the highest conductivity 
copper, strongly recommended for electric bell work, in various colours* 

| paraffined over the cotton. 

No. 22 per doz. yds. 6d.; per 220 yds. 7/6 ; per mile £2 15 6 
No. 20 per doz. yds. 8d ; per 220 yds. 10/; per mile 3 15 0 

Double cotton and paraffined (a trustworthy but cheaper insulation) for 
electric^ bell work, fancy cotton covering— 

No 22, per doz yds. 4d ; per 220 yds. 5/6 ; per mile £2 0 0 

No. 20, per doz. yds 6d.; per 220 yds. 7/6 ,, 2 12 0 

Silk Cord, double for pear pushes, &c., various colours, per yd. 0/3 
Do, do. double, 3-strand, very superior appearance ,, 0/5 

Wire for underground or external use. 

Taped and tarred G.P. Wire for underground or out¬ 
door work, No. 20 per yd., 2d. 100 yards, 11/6 

per mile .£9 5 0 

Do. do. for underground or out-door work, No. 18 

per yard, 2£d-, 100 yards, 15/6, per mile .12 10 0 

Steel Wire Staples, 4d- gross. Zinc Bell Tube, per cwt. 
Guttapercha Tissue for making joints, &c., &c. 


West Smithfield London, E.C. 
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■vr n QQl No - 881 ’rztn 

-LN U. OOl. —Portable Electric Bell, in polished mahogany case, with 


50 ft. of silk covered stranded wire and ebony push, 
complete, largest size. 

Each. £1 14 o 

No. 882. —Ditto, ditto, in varnished pine case, 50 ft. silk covered 
wire, and second size bell and battery. 

Each. £110 

N"0. 883. —Ditto, ditto, in plain deal case, and with 40 ft. wire, with 
plain push. 

Each.16/0 



Per set 

No. 885. 
„ 886 .. 

Per set. 

No. 887- 

Per set. 

No. 888.- 


—Ditto, with third quality bell ... 


No. 884 

No. 884 • —Sets of Electric Bell Apparatus, to enable fitters to show 
the electric bell system in the simplest manner, mounted 
on board with bell, battery, wire and push. 
. lO/O 


per set 8/8 


-Set of Electric Bell Apparatus for shop door, consisting of 
2£-in. bell, No. 2 battery, 50 yards wire, and shop door 
trigger. 

. . 14/0 

-Set of Electric Bell Apparatus, consisting of 2£-in. second 
quality bell, battery, 24 yards double wire and 2$-in. push. 
. 8/0 


-Ditto, ditto, with third quality bell 


7/0 


West Smithfield, London, E.C. 
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LIGHTNING CONDUCTORS. 

These Conductors have a guaranteed conductivity of 97% 
pure copper, and are made in continuous lengths. 

No. 880. —Copper Bope Conductors, with plain point, and 
all fastenings, complete— 

Per foot, f-in. dia. 1/0 J-in. dia. 1/6 |-in dia. 2/0 

No. 890. —Solid Copper Bibbon Conductor, in continuous 
lengths, ready for fixing— 

Per foot, | by £-in. 1/0 f by fin. 1/6 1 by fin. 2/9 
Earth plate of stout sheet copper.per lb. 1/0 

Experienced men sent to any part of the kingdom to fit 
electric bells, pneumatic bells, speaking tubes, lightning 
conductors. 

Estimates free. 

VIBRATION TELEPHONE 

Consisting of a sound box at each end of a properly insulated 
and stretched wire; works well for distances of 30 to 1000 ft. 

No. 891 •—Vibration Telephone, with 6 insulators and 
100 ft. of wire, with all instructions. 

Each. £3 0 0 

No. 892 .—Vibration Telephone as above, with electric 

bell, push, and battery for each end. 

Each. £5 0 0 

Instructions for fixing electric bells and indicators, also 
for recharging and renewing batteries, &c., &c., on application. 


West Smithfield, London, E.C. 
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No. 893 No. 894 

Mouthpieces and Whistles fop Speaking Tubes. 


No. 893 .—Round, cocus or ebonized, screwed to iron pipe 
gauge. 

Per doz. 4-in. 8/0 f-in. 9/0 1-in. 13/6 

No. 894 —Oval, cocus or ebonized, screwed to iron pipe 
gauge. 

Per doz. £-in. 10/6 £-in. 11/6 1-in. 15/6 

No. 895. —Bound Mouthpieces as above, fitted for f-in. 
flexible tube. 


Per doz.. 9/0 

No. 896. —Oval ditto ditto. 

Per doz. 11/6 

EXTRAS. 

Any of above in solid ebony .per doz. 1/0 

Indicators fitted to any of above . . ,, 2/6 

Round cocus mouthpiece, with whistles fixed inside which cannot be lost, 
1/6 per doz. on above prices. 

No. 897. —Ivory Mouthpieces and Whistles. 

Per doz. Per doz. 


3-in. for iron male, round ... 
^-in. „ female ,, ... 

|-in. ,, male ,, ... 


81/0 

99/0 

90/0 


i -in. for iron male, oval 
£-in. ,, female ,, 

f-in. ,, male „ 


EXTRAS. 


90/0 

117/0 

108/0 


Indicators to any of above.per doz. 4/6 

If for flexible tube at same price as for iron female. 


No. 898. —Gutta Percha Mouthpieces and Whistles. 

Per doz. . 4-in. 8/0 f-in. 10/0 1-in. 14/6 

No. 899. —Round Brass Mouthpieces and Whistles. 

Each . 4-in. 3/10 f-in. 4/9 1-in. 5/9 


West Smithfield, London, E.C. 











GEORGE FARMILOE & SONS, 397 



No. 900 


No. 900. —Brass Elbow, one end prepared to receive j 
mouthpiece, other end for zinc or compo tube, 
with countersunk screw holes for fixing to ! 
walls, &c. 

Per doz. ... f-in. 7/0 f-in. 10/0 

No. 901.— Wood Connector, to attach flexible tube to 
iron pipe, or to screw into socket with zinc or 
compo pipe. 

Cocus or ebony, for f-in. flexible tube and 

iron pipe .per doz. 5/0 

Ivory ditto . 18/0 

No. 902. —Brass Ferrules, one end female for iron, other 
for zinc or compo. 

Per doz. f-in. 4/0 f-in. 5/0 1-in. 6/0 

IN O. 903. —Brass Fork Hooks and Boses, for holding 
flexible tube, burnished and lacquered. 

Per doz. 7/6 

No. 904. —Brass Nipple Pieces, one end to screw into 
mouthpiece, other end tinned for zinc or 
compo pipe. 

Per doz. f-in. 3/0 f-in. 4/0 1-in. 5/0 

No. 905. —Cast Brass Cover Boses or Back Plates,lacquered, 
3-in. diameter to fit over f-in. or f-in. nipples. 
Per doz. 4/6 

No. 906- —Mahogany or Ebonized Cover Boses. 

Per doz. ‘. 9/0 

Boxes for elbows .per doz. 12/0 

No. 907.— Braided Bubber Speaking Tube, mounted on 
spiral wire, very strong and flexible. 

f-in. worsted covered .per foot 1/0 

f-in. silk and mohair covered ... . ,, 1/4 

Copper^ Brass , Iron , Zinc and Compo Speaking Tubes. 


West Smithfield, London, E.C. 
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No. 809.— The “Lewis” Hand Fire 
Extinguisher instantly puts out fire, 
being the most effective appliance yet 
introduced to the public. It is fast 
superseding all the glass (or partly 
glass) “ Grenades." The liquid con¬ 
tained in the “Lewis” Hand Fire 
Extinguisher is far more powerful in 
its fire-extinguishing capability than 
anything yet sold. 

The following are a few of its distin¬ 
guished points of merit:— 

1. Simplicity. 

2. Convenience in handing and locating. 

3. Always ready for use. 

4. Harmless to either person or clothing. 

5. Will not explode. 

6. Will not freeze. 

7. Will keep in any climate. 

8. Its virtue or efficiency is not impaired 
by age. 

The Lewis Hand Fire Extinguisher is 
a handsomely ornamented tin tube, not 
unsightly in the most superbly furnished 
room. It is 18 inches long by 2 inches in 
diameter, with a sprinkler 1^ inches below 
the opening end, through which the fire 
extinguishing fluid may be thrown or 
showered upon the fire. 

The extinguishers are packed in cases 
containing one dozen each. 

Fer doz. ••• ••• ••• ••• ••• £3 


West Smithfield, London, E.C. 
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DEPARTMENTS ROT REPRESENTED 
IN THIS CATALOGUE. 

LICENSED VICTUALLERS’ FITTINGS. 
BEER ENGINES. PEWTERING. 
CHINA AND GLASS SPIRIT BARRELS. 
EARTHENWARE SPIRIT BARRELS. 
MULLERS. 

TEA AND COFFEE WARMERS. 

■ 

\ I 

BAR STOVES. OUTSIDE LAMPS. 

POTS, MEASURES, FUNNELS, &c. 

ILLUSTRATED PRICE LIST ON APPLICATION. 


West Smithfield, London, E.C. 
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GEORGE FARMILOE & SONS, 


DEPARTMENTS NOT REPRESENTED 
IN THIS CATALOGUE. 

GrlLi JL S S- 

PLATE, POLISHED, ROUGH & PATENT. 
ROLLED PLATE. 

TILES AND SLATES for Roofing. 
SHEET, BRITISH AND FOREIGN. 

(For Glazing, Horticultural, and Picture Purposes.) 

SILVERING, EMBOSSING & BENDING. 
STAINED AND LEADED GLASS. 

GAS FITTINGS. 


PRICE LIST ON APPLICATION. 


West Smithfield London, E.C. 
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COLOURS 

GROUND 

IN OIL. 


DRYERS. 





Medium. Best. 

Super. 

Patent. 

. per cwt. 

20/0 

28/0 

36/0 i 

Sugar of Lead. 

OCHRES. 


42/0 

56/0 : 

Stone . 

. per cwt. 

28/0 

36/0 

. 42/0 

Oxford; . 

. ,, 

36/0 

42/0 

56/0 

Native. 

. ,, 

42/0 

56/0 

60/0 

Italian . 

. 5J 

UMBERS. 


56/0 

65/0 j 

Raw Turkey . 

. per cwt. 

36/0 

42/0 

56/0 

Burnt ,, . 

. ,, 

48/0 

56/0 

65/0 

Raw English . 

.. u 

GREENS. 

24/0 

28/0 

36/0 

Brunswick, pale, mid. deep 

. per cwt. 

28/0 

36/0 

42/0 
& 56/0 

Emerald Tinted, pale, mid. deep ... ,, 

48/0 

56/0 

65/0 

Bronze, pale, mid. deep ... 

. per lb. 

42/0 

56/0 

65/0 

Navy. 

— 

1/6 

2/0 


REDS'. 




Venetian . 

. per cwt. 

20/0 

28/0 

36/0 

Indian . 


56/0 

65/0 

84/0 

Turkey ( . 

••• ••• . )) 

56/0 

65/0 

84/0 

Oxide of Iron, red . 

••• M 

18/0 

24/0 

28/0 

,, ,, purple 

. 

18/0 

24/0 

28/0 

A 

BLACKS. 




Vegetable Black . 

. per cwt. 

56 T /0 

65/0 

75/0 

Black Paint . 

... ... ,, 

20/0 

28/0 

36/0 

Drop Ivory Black . 

. per lb. 

9 d . 

1/0 

1/3 

„ „ „ (in Turps) 

••• ••• n 

BROWNS. 

1/0 

1/3 

1/6 

Purple Brown . 

... ... per cwt. 

36/0 

42/0 

56/0 

Vandyke . 

••• n 

65/0 

84/0 

112/0 

Sienna, raw . 

••• ••• M 

56/0 

65/0 

84/0 

,, burnt . 

■ 

65/0 

84/0 

112/0 


West Smithfield, London, E.C. 
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COLOURS 

GROUND IN OIL -Continued. 


BLUES. 




Medium. Best. 

Super. 

Celestial Blue, deep ... 


.per cwt. 36/0 42/0 

56/0 

,, ,, pale ... 

. 

. „ 28/0 36/0 

42/0 

Prussian . 


. per lb. 3/0 3/6 

4/0 

Chinese . 


... „ 3/0 3/6 

4/0 

READY MIXED PAINTS. 


Stone Colour . 


. per cwt. 28/0 32/0 

36/0 

Lead ,, . 

. 

. „ 28/0 32/0 

36/0 

Various (in 1 lb. tins) 


. „ 36/0 42/0 


COLOURS GROUND IN WATER. 




Best. 

Super. 

Raw Sienna . 

. 

.per lb. 9d. 

1/0 

Burnt ,, . 

... ... ... 

. - 1/0 

1/3 

Vandyke Brown. 

. . 

. „ 9d. 

1/0 

FINEST 

OIL COLOURS IN LARGE 


COLLAPSIBLE TUBES. 



Each. 


Each. 

. Antwerp Blue . 

.. 2/0 

Madder Lake. 

12/0 

Blue Black . 

. 1/6 

Oxford Ochre. 

1/6 

Brown Ochre . 

. 1/6 

Permanent White. 

1/6 

Burnt Sienna . 

. 1/6 

Prussian Blue . 

2/0 

Burnt Umber . 

. 1/6 

., Brown . 

2/0 

Cobalt Blue . 

. 6/0 

Purple Lake. 

7/6 

Chrome Green, light 

. 2/0 

Raw Sienna .. 

1/6 

,, ,, middle 

. 2/0 

,, Umber. 

1/6 

„ „ deep 

. 2/0 

Scarlet Lake. 

7/6 

„ Yellow, pale 

. 1/6 

Sugar of Lead . 

1/6 

„ „ deep 

. 1/6 

Transparent Gold Ochre 

1/6 

,, Orange 

. 1/6 

Ultramarine, light. 

2/0 

, Cremnitz White 

. 1/6 

,, deep. 

2/0 

Crimson Lake. 

. 7/6 

Vandyke Brown . 

1/6 

Chinese Blue ... ... 

. 2/0 

Venetian Red. 

1/6 

Emerald Green. 

. 2/0 

Verdigris . 

2/0 

Flake White . 

. 1/6 

Vermilion, light . 

7/6 

Indian Red . 

. 1/6 

„ deep . 

7/6 

Ivory Black . 

. 1/6 

Yellow Lake. 

7/6 

Italian Ochre . 

. 1/6 

,, Ochre. ... 

1/6 

Lamp Black . 

. 1/6 

Zinc White . 

1/6 

Light Red. 

. 1/6 




West Smithfieid, London, E.C, 
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DRY COLOURS. 


OCHRES. 



Medium. 

Best. 

Super. 

Native Oxford. 

... per cwt. 

32/0 

36/0 

42/0 

French, washed . 

... ,, 

12/0 

16/0 

20/0 

Spruce . 

... 

8/0 

10/0 

12/a 


UMBERS . 



Turkey, raw . 

... per cwt. 

16/0 

20/0 

24/0 

,, burnt. 

English . 

... ,, 

28/0 

36/0 

42/0 

... ,, 

8/0 

10/0 

12/0 


GREENS . 



Brunswick, pale, mid. deep .. 

... per cwt. 

28/0 

36/0 

42/0 
& 56/0 

Emerald Tinted, pale, mid. deep ... ,, 

42/0 

56/0 

65/0 

Quaker or Bronze, pale, mid. deep ,, 

42/0 

56/0 

65/0 

Emerald. 

... per lb. 

I/O 

1/3 

1/6 


REDS . 




Venetian. 

... per cwt. 

10/0 

14/0 

18/0 

Oxide of Iron, red. 

••• n 

12/0 

16/0 

20/0 

„ purple ... 

Indian . 

• • • n 

12/0 

16/0 

20/0 

• •• n 

56/0 

65/0 

84/0 

Chinese . 

per lb. 

9 d . 

1/0 

1/6 

Vermilionette. 

••• n 

1/0 

1/3 

1/6 

Vermilion . 

••• n 

BLACKS . 

3/0 

3/6 

4/0 

Lamp Black, loose . 

. ... per cwt. 

18/0 

24/0 

28/0 

,, in packets 

Vegetable . 

. ... per firkin 

28/0 

32/0 

36/0 

3/0 

3/6 

4/0 

n . 

, ... per J bar 

4/0 

4/6 

5/0 

j ? .. ••• 

Mineral . 

. ... per bar 

7/0 

8/0 

9/0 

. ... per cwt. 

8/0 

10/0 

12/0 

Drop . 

BLUES . 

56/0 

65/0 

84/0 

Ultramarine . 

. ... per lb. 

9 d . 

1/0 

1/6 



& 2/0 

Lime . 

. ... per cwt. 

28/0 

36/0 

42/0 

Celestial . . 

28/0 

36/0 

42/0 

Prussian . 

. ... per lb. 

2/6 

3/0 

4/0 


West Smithfield, London, E.C. 
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DRY COLOURS— Continued. 


BROWNS. 



Medium. 

Best. 

Super. 

Purple Brown .per cwt. 28/0 

36/0 

42/0 


& 56/0 

Spanish . ,, 10/0 

14/0 

18/0 

Vandyke . ,, 56/0 

65/0 

84/0 

Sienna, raw . ,, 42/0 

56/0 

65/0 

„ burnt . ,, 56/0 

65/0 

84/0 

YELLOWS. 



Chromes, lemon, yellow, orange, red per lb. 9d. 

1/0 

1/6 

PINKS. 



Bose .per cwt. 42/0 

56/0 

65/0 

Dutch. „ 36/0 

42/0 

56/0 

ANTI-CORROSION 



For Out-Door Work. 



Stone colour, drab, chocolate. 

... per cwt. 

24/0 

SUNDRIES. 



Duresco . 

... per cwt. 

30/0 

Mineral white paint. 

... ,, 

32/0 

,, red „ . 

... ,, 

28/0 

Electric Paint Remover. 

... per lb. 

6d. 

Harmer’s „ ,, . 

... ,, 

6d. 

Silicate Oil Paints .% 

According to colour. 

Enamel „ .> 

Prices on 

Torbay „ . > 

application. 


West Smithfie’d, London, E.C. 
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WHITE LEAD, &c. 

Genuine Ground White Lead ... per ton 

,, „ „ special make „ 

„ Refined Red Lead 

„ „ Orange Lead... 

,, Ground Zinc White ... „ 


SUNDRIES. 

CHARCOAL. COAL TAR. CART GREASE. 
FILLING UP POWDER. PITCH, British. 
PITCH, Swedish. PUMICE STONE, Picked. 

PUMICE STONE, Powdered. 

RESIN. SOFT SOAP. SMALTS, Strewing. 
STOCKHOLM TAR, in Barrels. Ditto, in Half Barrels. 


West Smithfield, London, E.C. 
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GEORGE FARMILOE & SONS, 


CONCENTRATED SIZE. 

More economical than ordinary size and more readily 
prepared for use. 

Having much improved the quality of their Concen¬ 
trated Size, G. Farmiloe & Sons can with confidence 
recommend it:— 

1st—For its great strength. 

2nd.—For its extreme paleness. 

G. F. & Sons have seen the necessity of preparing this 
article from the best materials only, having found that 
the commoner qualities in the Market give general dis¬ 
satisfaction. 

The superior quality of the article is guaranteed, and a 
trial solicited. 

For the convenience of the Trade, it is supplied in 1-lb. 
packets, enclosed in boxes of 28-lbs., 56-lbs., and 1-cwt. 

Per 3a D ' lb. 

A second quality at Y D ' per lb. 


West Smithfield, London, E.C. 
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GEORGE FARMILOE & SONS, 

SIZE. 

DOUBLE AND PATENT. 


GLUES. 

G. Farmiloe & Sons can execute immediately from stock, 
orders for the following glues :— 

Good bright glue.per lb. 4£d. 

French medal glue (Coignet’s) . ,, 5Jd. 

Imperial ,, ,, 6^d- 

Best Scotch „ ,, 7d. 

Finest Pale English glue ... ,, 7£d. 

(Very strong, and most suitable for best cabinet work.) 

Thin gelatine glue.per lb. 8d. 


A discount allowed for quantities. 

West Smithfield, London, E.C. 
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GEORGE FARMILOE & SONS, 


VAKNISHES, &c. 


Fine pale Oak varnish (in and out) . 

Pale Copal Oak varnish (in and out) . 

Superfine pale Elastic Oak varnish (in and out) 
Fine extra hard Church Oak varnish (inside)... 
Superfine Hard Drying Oak varnish (for seats 

of churches)... 

Fine pale elastic Carriage varnish . 

Superfine pale elastic Carriage varnish. 

Fine pale Maple varnish . 

Finest pale durable Copal varnish . 

Superfine pale Copal Body varnish (old). 

Extra pale French Oil varnish. 

Fine pale Paper varnish . 

Finest Crystal Paper varnish. 

Copal Yacht varnish (two shades) ... per gall. 

Eggshell Flatting varnish. 

White Enamel varnish . 


per gall. 8/0 
10/0 
12/0 
12/0 

14/0 
14/0 
16/0 
16/0 
18/0 
24/0 
21/0 
10/0 
14/0 
14/0 & 18/0 

per gall. 18/0 
„ 20/0 


Super. 

. per gall. 10/0 12/0 

. „ 10/0 12/0 

. „ 10/0 12/0 

. „ 7/6 9/0 

. „ 14/0 20/0 

Wood stains (liquid) oak, walnut, mahogany, &c. per gall. 8/0 
„ (in oil) ,, ,, „ „ 14/0 

,, (in powder),, ,, ,, per lb. 8/0 


Japan gold size 
Terebene 
Patent knotting 
Brunswick black 
Black japan ... 


OILS AND TURPENTINE 

AT LOWEST PRICES , BASED ON MARKET QUOTATIONS. 


West Smithfield, London, E.C. 






















